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CHAPTER 347
EQUIPMENT OF VEHICLES

SUBCHAPTER | 347.27 When lighted lamps required on parked vehicles.
GENERAL PROVISIONS 347.28  Certain vehicles to carry flares or other warning devices.
347.01 Words and phrases defined. 347.29  Display of warning devices fogrtain vehicles when standing on highway.
347.02  Applicability of chapter. 347.30 Penalty for violating lighting equipment requirements.
347.03 Sale of prohibited equipment unlawful. SUBCHAPTER llI
347.04 Owner responsible for improperly equipped vehicle. OTHER EQUIPMENT
347.05 Reciprocity agreements as to equipment. 347.35 Brakes.
SUBCHAPTER Il 347.36  Performance ability of brakes.
LIGHTING EQUIPMENT 347.37 Brake fluid, sale regulation.

347.38 Horns and warning devices.
347.385 Auxiliary lamps on emergency vehicles; traffic control signal emergency
preemption devices.

347.06 When lighted lamps required.

347.07 Special restrictions on lamps and the use thereof.
347.08 Determining the visibility distance and mounted height of lamps. 347.39  Mufflers

347.09 Headlamps on motor vehicles. 347.40  Mirrors..

347.10  Headlamp specifications for motor vehicles other than mopeds and mgips ', ¢ Speed indicators.

bicycles. Hon i i ing: fai i
347.11 Headlamp specifications for mopeds and motor bicycles. ggﬁg Igggﬁgtgt?gr?%;(rjiﬁ\gce tampering; failure to install.
347.115 Modulating headlamps for motorcycles, motor bicycles or mopeds. 347417 |mmobilization device tampering
347.12  Use of multiple—beam headlamps. 34742  Windshield wipers '
347.13 Tail lamps and registration plate lamps. 347.43 Safety glass. ’
347.14  Stop lamps. o ) 347.44  Painting requirements for school buses; restrictions as to painting of other
347.145 Deceleration warning lights for motorcycles, motor bicycles, mopeds or vehicles.
motor buses. ) 347.445 Crossing gates for school buses.
347.15 Direction signal lamps or devices. 347.45 Tire equipment.
347.16  Clearance lamps and reflectors. 347.455 Modifications to height of vehicle.
347.17 Color gf clearance and marker lamps and reflectors. 347.46 Fenders and mudguards.
347.18  Mounting of clearance lamps and reflectors. 347.47  Drawbars, trailer hitches and mobile home couplings.
347.19  Visibility of clearanc_e Ia_mps and ref_lectors. 347.475 Airbags, prohibited practices.
347.20  Lamp or flag on projecting load or fixture. 347.48 Safety belts and child safety restraint systems.
347.21 Lamps and flags on trains of agricultural vehicles. 347.485 Protective headgear for use on Type 1 motorcycles.
347.22  Lamps on farm tractors, self-propelled farm implements, and lightweig@%7.486 General requirements.
utility vehicles. 347.487 Seating requirements.
347.23 Lamps on highway maintenance equipment. 347.488 Moped equipment.
347.24 Lamps and reflectors on nonmotor vehicles and equipment. 347.489 Lamps and other equipment on bicycles, motor bicycles, and electric per-
347.245 Identification emblem on certain slow moving vehicles. sonal assistive mobility devices.
347.25 Special warning lamps on vehicles. 347.49 Equipment of vehicles transporting flammable liquids.
347.26  Restrictions on certain optional lighting equipment. 347.50 Penalties.
Cross—reference: See also ch. Trans 305, Wis. adm. code. (2m) (a) No provision of this chapter requiring or prohibiting

certain types of equipment on a vehicle is applicable to an
imported vehicle which has been granted entry into the United
States by the federal government solely for the purpose of test or
experiment.

(b) The exemption under par. (a) is limited to the one-year
] period following the entry of the vehicle.
347.01 Words and phrases defined. ~ Words and phrases (3) Nothing in this chapter shall be construed to prohibit the

defined in s. 340.01 are used in the same sense in this chagd@rof additional parts and accessories on any vehicle not incon-
unless a different definition is specifically provided. sistent with this chapter.

SUBCHAPTER |

GENERAL PROVISIONS

(4) BeginningJuly 1, 1960, the provisions of this chapter cov-
p : ) . . eringlighting shall be applicable to all state, county and municipal
chapter requiring vehicles to be equipped in a particular mangfoy s " ck tractors, trailers and semitrailers.
is applicable to any of the following vehicles unless the vehicle is ®) ’” a vehicle re’ istered under s. 341.25 (1) (a), 341.265
e_xprgssly included within or made subject to the particular pro\§211266 or 341.269 %as equipment Which Was desigﬁated Iby tﬁe
sion. - d self- lled imol manufacturer as optional equipment in the model year the vehicle
(a) Farm tractors and self-propelled farm implements. a5 manufactured, it is not necessary for such equipment to be in

347.02 Applicability of chapter. (1) No provision of this

(b) Implements of husbandry. operating condition unless it replaces equipment which is

(c) Vehicles drawn by animals. required by law to be both present and functioning.

(d) Road machinery. (6) Notwithstanding the requirements of this chapter, the

(e) Bicycles. department may establish special equipment standards for
(g) Motor bicycles. vehicles operated under s. 343.135 which differ from the equip-

. . nt standards established under this chapter. Equipment stan-
(c)(h) Galf carts operated in accordance with s. 349.18 (1) (b)ggaﬁds established under this subsection may not be less stringent
. . . . . than any federal standards established for the vehicle.
(!) E.Iectnc.perso.qal ass!stlve mobllle deylces. (7) The vehicle equipment requirements for a street modified
(i) Lightweight utility vehicles, as defined in s. 346.94 (21) (8)ehicle shall be the same as the vehicle equipment requirements
2. for a vehicle of the same type and model year that is not a street
(2) No provision of this chapter requiring or prohibiting cermodified vehicle. The vehicle equipment requirements for a rep-
tain types of equipment on a vehicle is applicable when suata vehicle or a homemade vehicle specified in s. 341.268 (1) (b)
vehicle is not operated upon or occupying a highway. 2. shall be the same as the vehicle equipment requirements for a
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vehicle of the same type and model year as the vehicle used fof2) Except as otherwise expressly authorized or required by
purposes of the reproduction. this chapter, no person shall operate any vehicle or equipment on

oS8 T T S A R 52 2% I S8ag gy which has lsplayed hereon:
a. s.7; a. ; a. 27, a. 85; a. 90, ; a. . . ..
157. ia) Any color of light other than white or amber visible from

directly in front; or
347.03 Sale of prohibited equipment unlawful. No per- (b) Any color of light other than red on the rear; or
son shall sell for highway use any device, appliance, accessory ofc) Any flashing light.
replacement part the use of which on a motor vehicle is unlawful.

. . . 347.08 Determining the visibility distance and

347.04  Owner responsible for improperly equipped mounted height of lamps. (1) Whenever this chapter states
vehicle. Any owner of a vehicle not equipped as required by this,equirement as to distance from which certain lamps and devices
chapter who knowingly causes or permits such vehicle to be opg{|'render objects visible or within which such lamps or devices
ated on a highway in violation of this chapter is guilty of the violgy 4| pe visible, such distance shall be measured during hours of
tion the same as if he or she had operated the vehicle persongﬂykness under normal atmospheric conditions and upon a
No demerit points shall be assessed or counted pursuant t

: A Sr2ight, level, unlighted highway unless a different time, direc-
343.32 against the operator’s license of the owner of the vehig Igr con\éitiog iSIgeXpreSIS?y \évta)t/eLcjj. I I !

by reason of the owner’s conviction of any such violation unless (2) Whenever this chapter requires a lamp or device to be

t/ri]gla?t\i/gr]\er was personally operating the vehicle at the time of m%unted at a certain height, the distance shall be measured from

History: 1989 a. 105. the center of the lamp or device to the level ground upon which the
vehicle stands when such vehicle is without load.

347.05 Reciprocity agreements as to equipment. )

(1) The secretary, with the approval of the governor, is authoriz8d7.09 Headlamps on motor vehicles. (1) No person

to enter into reciprocal agreements with the duly authorized rep#8all operate a motor vehicle on a highway during hours of dark-
sentatives of other jurisdictions exempting the residents of thdss unless such vehicle is equipped as follows:

jurisdictions from details of vehicle equipment requirements of (a) Except as provided in pars. (b) and (c), every motor vehicle
this state which are particularly burdensome to residents of s@ttall be equipped with at least 2 headlamps, which headlamps
other jurisdictions operating vehicles in this state, provided teball comply with the requirements and limitations set forth in
law of such other jurisdiction requires vehicles to be equippedsab. (2) and s. 347.10 and shall be mounted symmetrically with
a manner rendering them substantially as safe as those equippsgect to the vertical plane extending through the longitudinal
in the manner required by the laws of this state. The agreementis of the vehicle with at least one on each side of the center of
shall provide substantially like exemptions for residents of thike front of the motor vehicle.

state when operatlng vehicles in such other jUrISdICtIOﬂ. (b) Every moped or Type 1 motorcyde shall be equipped with
(2) This section does not authorize reciprocity agreementsasleast one and not more than 2 headlamps, which headlamps

to laws governing the size and weight of vehicles. shall comply with the requirements and limitations set forth in
History: 1977 c. 29 s. 1654 (7) (c). sub. (2) and s. 347.10.

(c) Every motor bicycle or vehicle registered under s. 341.067
and operated by a person licensed under s. 343.075 or 343.135
shall beequipped with at least one and not more thhadlamps,
which headlamps shall comply with the requirements and limita-
LIGHTING EQUIPMENT tions set forth in sub. (2) and s. 347.11.

(2) Every headlamp on a motor vehicle shall be located at a
347.06 When lighted lamps required. (1) Except as pro- height of not more than 54 inches nor less than 24 inches.
vided in subs. (2) and (4), no person may operate a vehicle upaistory: 1983 a. 243; 1985 a. 65.
a highway during hours of darkness unless all headlamps, taffross—reference: See also ssrans 305.11, 305.43, and 305.55, Wis. adm. code.
lamps and clearance lamps with which such vehicle is required to o ]
be equipped are lighted. Parking lamps as defined in s. 3473#7.10 Headlamp specifications for motor vehicles
shall not be used for this purpose. other than mopeds and motor bicycles. (1) Except as pro-

(2) Headlamps need not be lighted on a towed vehicle or égd in sub. (4), the headlamps or the auxiliary driving lamp or

SUBCHAPTER Il

a vehicle having at least 2 lighted adverse weather lamps on (i auxiliary passing lamp or combination thereof on motor

front thereof and being operated under the circumstand&dlicles other than mopeds and motor bicycles shall be so
described in s. 347.26 (3) (b). arranged that the driver may select at will between distributions

of light projected to different elevations. No such lamp shall have

(3) The operator of a vehicle shall keep all lamps and reflegq, % e of decorative covering that restricts the amount of light
torswith which such vehicle is required to be equipped reasonaiffired when the lamp is in use. Such lamps may, in addition, be
clean and in proper.worklng condition qt all ,t'mes' so arranged that such selection can be made automatically. This
(4) A duly authorized warden, as defined in s. 24.01 (11), mayipsectiordoes not apply to any type of decorative covering origi-
operate a vehicle owned or leased by the department of natyedly equipped on the vehicle at the time of manufacture and sale.

resources upon a highway during hours of darkness without . : ]
lighted headlamps, tail lamps or clearance lamps in the perfm-(z) Multiple-beam headlamps shall comply with the follow

mance of the warden’s duties under s. 29.924 (2). g requirements:

History: 1977 c. 425; 1979 ¢. 32; 1981 c. 98 s. 3; 1997 a. 248. (@) There shall be an uppermost distribution of light or com-
posite beam so aimed and of such intensity as to reveal persons
347.07 Special restrictions on lamps and the use and vehicles at a distance of at least 350 feet ahead for all condi-

thereof. (1) Whenever a motor vehicle equipped with headions of loading;

lamps also is equipped with any adverse weather lamps, spot{b) There shall be a lowermost distribution of light or compos-
lamps or auxiliary lamps, or with any other lamp on the froiite beam so aimed and of sufficient intensity to reveal persons and
thereof projecting a beam of intensity greater than 300 candiehicles at a distance of at least 100 feet ahead, and on a straight
power, not more than a total of 4 of any such lamps or combinevel road under any condition of loading none of the high—inten-
tions thereof on the front of the vehicle shall be lighted at any osigy portion of the beam shall be so directed as to strike the eyes
time when such vehicle is upon a highway. of an approaching driver.
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(3) No person shall sell after July 1, 1958, any new motor (a) Whenever the operator of a vehicle equipped with multi-
vehicle equipped with multiple beam headlamps and no pergge-beam headlamps approaches an oncoming vehicle within 500
shall operate any motor vehicle sold new after July 1, 1958, &edt, the operator shall dim, depress or tilt the vehicle’s headlights
equipped with multiple beam headlamps unless such vehicle ascahat the glaring rays are not directed into the eyes of the operator
is equipped with a beam indicator which is lighted whenever tbéthe other vehicle. This paragraph does not prohibit an operator
uppermost distribution of light from the headlamps is in use afldm intermittently flashing the vehicle’s high-beam headlamps
which is not otherwise lighted. Such indicator shall be s@ an oncoming vehicle whose high-beam headlamps are lit.
designed and located that when lighted it will be readily visible (b) Whenever the operator of a vehicle equipped with multi-
withoutglare to the driver of the vehicle so equipped. This subsgfa—peam headlamps approaches or follows another vehicle
tion does not apply to motorcycles. within 500 feet to the rear, the operator shall dim, depress, or tilt

(4) Any motor vehicle may be operated during hours of darke vehicle’s headlights so that the glaring rays are not reflected
ness when equipped with 2 lighted lamps upon the front therggtb the eyes of the operator of the other vehicle. This paragraph
capable of revealing persons and objects 75 feet ahead in lied&#s not prohibit an operator from intermittently flashing the

lampsrequired by subs. (1) to (3) if such vehicle at no time is op&fehicle’s high—beam headlamps as provided under par. (a).

ated at a speed in excess of 20 miles per hour. No lighted lam ; .
under this subsection shall have any type of decorative coverj RZ) Subsectior(1) (&) and (b) does not apply to the use of alter

: . . . H¥lely flashing or pulsating headlamps under s. 347.25 (1r).
that restricts the amount of light emitted when the lighted lamp 'i{istZry: 1989 g 69.2991 N 3?6. 1999 a. 65 (1)
in use. This subsection does not apply to any type of decorativeub. (1) (b) does not require proof that the headlights reflected into the eyes of

covering originally equipped on the vehicle at the time @hotherdriver. The statute directs drivers operating within 500 feet to dim their head-
manufacture and sale lights and concludes by describing the purpose of this requirement: to prevent the
. ’ glaring rays from reflecting into another driver’s eyes. An interpretation that would
History: 1983 a. 243; 1995 a. 346. ) require an ordinary driver using high beams to know whether his or her headlights
Cross-reference: See also ssrans 305.11, 305.43, and 305.55, Wis. adm. codgyill impair another driver’s vision is absurd. State v. Tomaszewski, 2010 WI App 51,
324 Wis. 2d 433, 782 N.W.2d 725, 09-0385.

347.11 Headlamp specifications for mopeds and
motor bicycles. The headlamps on mopeds or motor bicycle347.13 Tail lamps and registration plate lamps. (1) No
may be of the single—beam or multiple—beam type but in eithgerson shall operate a motor vehicle, mobile home or trailer or
event shall comply with the following requirements and limitasemitrailer upon a highway during hours of darkness unless such
tions: motor vehicle, mobile home or trailer or semitrailer is equipped
(1) The headlamp shall be an electric headlamp and the cith atleast one tail lamp mounted on the rear which, when lighted
rent shall be supplied by a wet battery and electric generator,dsying hours of darkness, emits a red light plainly visible from a
a current—generating coil incorporated into the magneto or byligtance of 500 feet to the rear. No tail lamp shall have any type
generator driven directly by the motor by means of gears, frictioh decorative covering that restricts the amount of light emitted
wheel, chain or belt. whenthe tail lamp is in use. No vehicle originally equipped at the
(2) The headlamp shall display a white light of sufficient ilytime of manufacture and sale with 2 tail lamps shall be operated
minating power to reveal any person, vehicle or substantial objeBPN & highway during hours of darkness unless both such lamps
at a distance of 200 feet ahead and shall be so adjusted or opefifet! good working order. This subsection does not apply to any
that the glaring light rays therefrom are not directed into the ey¥B€ Of decorative covering originally equipped on the vehicle at
of the driver of any oncoming vehicle. No headlamp shall haffé time of manufacture and sale.
any type of decorative covering that restricts the amount of light (2) Every tail lamp on a vehicle shall be located at a height of
emitted when the headlamp is in use. This subsection doesm@tmore than 72 inches nor less than 20 inches.
apply to any type of decorative covering originally equipped on (3) No person shall operate on a highway during hours of
the vehicle at the time of manufacture and sale. darkness any motor vehicle upon the rear of which a registration
(3) If the moped or motor bicycle is equipped with a multipleplate is required to be displayed unless such motor vehicle is
beam headlamp, the upper beam shall meet the minimum requéguipped with a lamp so constructed and placed as to illuminate
ments set forth in sub. (2) and the lowermost beam shall meetwligh a white light the rear registration plate and render it clearly
requirements applicable to a lowermost distribution of light as degible from a distance of 50 feet to the rear. Such lamp may be
forth in s. 347.10 (2) (b). incorporated as part of a tail lamp or may be a separate lamp.
(4) If the moped or motor bicycle is equipped with a single— (4) Tail lamps and registration plate lamps shall be so wired as
beam lamp, such lamp shall be so aimed that when the vehiclibe lighted whenever the headlamps or auxiliary driving lamps
loaded none of the high—intensity portion of light, at a distance afe lighted. In a tractor-semitrailer combination, 2 switches may
25 feet ahead, projects higher than the level of the center of leeemployed, one to activate semitrailer lamps and one to activate

lamp from which it comes. tractor lamps.
History: 1983 a. 243; 1995 a. 346. History: 1973 c. 252; 1995 a. 346.
Cross-reference: See also ss. Trans 305.13, 305.16, 305.43, 305.45, and 305.55,
347.115 Modulating headlamps for motorcycles, Wis. adm. code.

motor bicycles or mopeds. A motorcycle, motor bicycle or
moped may be equipped with and use a means of modulating3fié-14 Stop lamps. (1) No person shall operate a motor
upper beam of the headlamp between a high and a lower brigificle, lightweight utility vehicle as defined in s. 346.94 (21) (a)

ness at a rate of 200 to 280 changes per minute. A headlamp fhagnobile home, or trailer or semitrailer upon a highway unless
not be modulated during hours of darkness. such motor vehicle, lightweight utility vehicle, mobile home, or

History: 1981 c. 52; 1983 a. 243. trailer or semitrailer is equipped with at least one stop lamp
mounted orthe rear and meeting the specifications set forth in this

347.12 Use of multiple~beam headlamps. (1) When- section. The stop lamp on a mobile home or trailer or semitrailer
ever amotor vehicle is being operated on a highway during housball be controlled and operated from the driver’s seat of the pro-
of darkness, the operator shall use a distribution of light or copelling vehicle. Astop lamp may be incorporated with a tail lamp.
posite beam directed high enough and of sufficient intensity & vehicle originally equipped at the time of manufacture and sale
reveal a person or vehicle at a safe distance in advance ofwiith 2 stop lamps shall be operated upon a highway unless both
vehicle, subject to the following requirements and limitations: such lamps are in good working order.
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(2) A stop lamp shall be so constructed as to be actuated uporf4) Vehicles sold new prior to July 1, 1958, are exempt from
application of the service or foot brake or separate trailer brake requirements of this section if they either comply with the
and shall emit a red or amber light plainly visible and understangguirements of s. 85.06 (15), 1955 stats., or are exempt from the
ablefrom all distances up to 300 feet to the rear during normal suaquirements of that section.
light when viewed from the driver’s seat of the vehicle following. History: 1975 c.297; 1983 a. 243; 1985 a. 65; 1991 a. 316; 1995 a. 346; 2007 a.

Cross—reference: See also ss. Trans 305.15, 305.43, 305.45, and 305.55, whd: )
adm. code. Cross-reference: See also ss. Trans 305.09, 305.43, and 305.55, Wis. adm. code.

History: 2009 a. 157.
347.16 Clearance lamps and reflectors. (1) No person
347.145 Deceleration warning lights for motorcycles, shall operate on a highway during hours of darkness any vehicle,
motor bicycles, mopeds or motor buses. (1) A motor- except automobiles, having a width at any part in excess of 80
cycle, motor bicycle or moped may be equipped with and usénahes unless such vehicle is equipped with:

system in which an amber light which pulses in a controlled fash-(a) Two clearance lamps mounted on the front of the vehicle
ion at a rate which varies exponentially with deceleration is cen#y as to be visible from the front; and

mounted on the rear of the vehicle. . ~ (b) Two clearance lamps mounted on the rear of the vehicle so
(2) A motor bus may be equipped with amber lights that shiag to be visible from the rear; and

with a steady beam or that pulse during deceleration, braking, of¢) Ty reflectors mounted on the rear of the vehicle in such
standing and idling. The lights shall be mounted symmetricallymanner as to indicate as nearly as possible the extreme width of
with respect to the vertical center line of the motor bus in a hofiis yehicle.

zontal alignment on the rear of the motor bus. The lights may e(z) No person shall operate any of the following vehicles on
mounted no higher than the lower edge of the rear window, or n

higher than 72 inches if the motor bus does not have a rear vini9nway during hours of darkness unless such vehicles are
equipped as indicated:

dow.
History: 1981 c. 52; 1983 a. 243; 1987 a. 235; 2001 a. 104. (@) Every truck tractor shall carry on the front 2 clearance
Cross-reference: See also s. Trans 305.43, Wis. adm. code. lamps, one at each side.

L . . (b) Every trailer or semitrailer shall carry on the rear 2 reflec-
347.15 Direction signal lamps or devices. (1) No person tors, one on each side.

may sell any new motor vehicle, other than a moped or Type 13y peflectorized material extending across the full width of

motorcycle, unless such motor vehicle is equipped with directign,” yenjicle and otherwise meeting the mounting and visibility

signal lamps meeting the requirements of this section. No pers@f ifications for reflectors may be used in lieu of the reflectors
may operate on a highway any motor vehicle sold new after Ja juired by this section.

ary 1, 1955, or any mobile home’ or tra”_er or s_emit_railer sold ne"‘f)ros,s—reference: See also s. Trans 305.14, and 305.55, Wis. adm. code.

after January 1, 1968, other than a vehicle which is operated pur-

suant to s341.47 (1) (b) or a moped oyfie 1 motorcycle, unless 347 17 Color of clearance and marker lamps and

such vehicle is equipped with direction signal lamps meeting thglectors. Whenever a vehicle is equipped with clearance
requirements of this section. Any other vehicle may be equggpnps, sidemarker lamps or reflectors:

with such lamps. Subsection (3m) notwithstanding direction sig- 1) Those clearance and marker lamps and reflectors mounted

nals are not required on trailers when the rear direction signals . : :
the towing vehicle are fully visible from all distances to the re:g?r1 rgf? efé?rgno;%rég;ecgg?near the front of the vehicle shall display

to 300 feet during normal sunlight when viewed from the driver's
seat of the vehicle following. (2) Those clearance lamps and marker lamps and reflectors

(2) Except as provided in sub. (1), there shall be at Ieasgzunted on the rear or on the sides near the rear of the vehicle, or

L\ : X . both, shall display or reflect a red color.
direction Slgnal _Iamps showmg to the front OI’_] motor Vehldes an ross-reference: See also ss. Trans 305.14 and 305.55, Wis. adm. code.
at least 2 showing to the rear on motor vehicles, mobile homes,
recreational vehicles, trailers and semitrailers, so as to indicg&e] 18 Mounting of clearance lamps and reflectors

intention to turn right or left. Lamps showing to the front shall b&y whenever s. 347.16 requires any reflector to be displayed
located on the same level and as widely spaced laterally as pr

) bn avehicle, each such reflector shall be mounted at a height not
cable and lamps showing to the rear shall be located on the SRIB€ than 16 inches nor more than 60 inches above the ground on
level and as widely spaced laterally as practicable. Such la

h ) A h T ch the vehicle stands. On vehicles which are more than 80
shallproject a flashing white or amber light visible to the front an@l hes wide, the front and rear reflectors shall be mounted so as
a flashing red or amber light visible to the rear. Direction signg] ingicate as nearly as possible the extreme width of the vehicle.
lamps when in use shall be plainly visible and understanda

: ° h andaiiRy required red reflector on the rear of a vehicle may be incorpo-
from all distances to 300 feet during normal sunlight. No directiqiaq with the tail lamp but such reflector shall meet all the other
signal lamp shall have any type of decorative covering tl

restricts the amount of light emitted when the direction signa lector requirements of this chapter.
lamp is in use. When actuated, such lamps shall indicate th 2) Whenever this chapter requires a vehicle to be equipped

; PR : : ; : ith clearance lamps, such lamps shall be mounted in such a man-
}?é%?gﬁg ?é;ercgr? ?hgfst:érg 'g%gﬂﬁi?éﬂ%g%'r%hitssnsqgg‘g'n.?htics) tsﬁ% r as to indicate the extreme width of the vehicle and as near to

section does not apply to any type of decorative covering oi 1e top thereof as practicable except that when rear identification

nally equipped on the vehicle at the time of manufacture and s§i&.PSa'€ mounted at the extreme height of the vehicle, rear clear-
b . . R . arnce lamps may be mounted at optional heights.
(3) Vehicles equipped with direction signal lamps shall be yisiory: 1975 ¢. 121.

equipped with a signal visible to the signaling driver when thecross-reference: See also ss. Trans 305.14 and 305.55, Wis. adm. code.
signaling driver’s signal lamps are operating.

(3m) Any motor vehicle or combination of vehicles in use 0R47.19  Visibility of clearance lamps and reflectors.
a highway shall be equipped with direction signals meeting th® Every reflector required by s. 347.16 to be displayed upon a
requirements of this section when the distance from the center@hicleshall be of such size and characteristics and so maintained
the top of the steering post to the left outside limit of the body, ca® to be readily visible during the hours of darkness from all dis-
or load of such motor vehicle or combination of vehicles excee@ces withirb00 feet to 50 feet from the vehicle when directly in
24 inches, or when the distance from the center of the top of et of lawful upper beams of headlamps.
steering post to the rear limit of the body or load thereof exceeds2) Frontand rear clearance lamps when lighted shall be capa-
14 feet. ble of being seen and distinguished under normal atmospheric
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conditions during hours of darkness at a distan&®0ffeet from (@) A red light visible from a distance of 500 feet shall be dis-
the front and rear, respectively, of the vehicle. played oreach side of the front and on each side of the rear to give
Cross-reference: See also ss. Trans 305.14, 305.43, and 305.55, Wis. adm. coldequate warning of the presence of such vehicle or machinery
and to show safe clearance for passing or overtaking vehicles; or

347.20 Lamp or flag on projecting load or fixture. (b) In lieu of the red lights prescribed by par. (a), 2 amber flood-
(1) No person shall operate on a highway during hours of dafkmpsmay be used, one to be mounted on each side of the vehicle
ness any vehicle with a load or fixture thereon extending mQ§e machinery so as to illuminate its sides and its attachments, if
than 4 feet beyond the rear of the bed or body thereof unless “&’Hg to show safe clearance for passing or overtaking vehicles.
is displayed at the extreme rear end of the load or fixture a red ligl-h floodlamps shall display an amber light of sufficient illumi-

or lantern plainly visible from a distance of at least 500 feet to thgtingpower to indicate safe clearance from a distance of 200 feet
sides and rear. The red light or lantern shall be in addition to 88\ne front and rear of such vehicle or machinery.

tail lamp or clearance lamp which the yehicle is reguired to carry. (2) The lights specified in sub. (1) need not be displayed upon
(2) No person shall operate on a highway, at times other thalor vehicles used in highway construction or maintenance
hours of darkness, any vehicle with a load or fixture theregiyk when such vehicles are traveling along the highway at their
ter:(tendflng lmoretzhthan_ 4(;eet| be;&on?tghe retar of the bEddorbemal operating speed in the ordinary course of traffic.
ereof unless there is displayed at the extreme rear end of suc B . -
load orfixture a red flag or cloth not less than 12 inches square g 4) dllj\lr?nge&ounr;h;" ggﬁrﬁéisu?n@tﬁgéﬁﬁmhﬁ;nh?n%?f gfr arr:]cl)?gr
so hung that the entire area is visible to the operator of a veh| Sicle used in highway construction or maintenance, including

approachllng frqm the rear. . . snow and ice control, unless such vehicle or machinery is
(3) This section does not apply to vehicles loaded with |0°§%|uipped with an auxiliary lamp or lamps projecting a flashing

hay or straw. amber light visible from ali directiorfsr a 360-degree lens (bee-
History: 1981 c. 176. hive type lamp) or revolving type lamp and visible front and rear

. . for reflectorized stationary directional type lamps. For flashing

34;:2|1 LanS"\I and flags ho?l tralnst of agrlrc]:_ulﬁural durinyPe lamps the number of flashes per minute shall be between 60

vehicles. (1) No person shall operate on a highway duringp g4 " For revolving type lamps the revolutions per minute shall

hours ofdarkness any train of vehicles authorized by s. 348.08 between 45 and 90. The lenses of such auxiliary lamps shall

(d) unless there is mounted on each side of every vehicle in sjifipo |oos than 6 inches in diameter for the reflectorized station-
train, including far_m_ tractors e_md |mplements of _husbandry, directional type lamp; 3-3/4 inches minimum diameter and
least one lamp emitting a red light visible from a distance of 5@0j, - ‘minimum height for the 360-degree lens (beehive type
feet tothe side of the vehicle on which mounted or, in lieu there mp); and 3-3/4 inches minimum width and 4-5/8 inches mini-
at least one red reflector or, notwithstanding s. 347.245, one ST?\‘Um ’height for the revolving type lamp. The lamps shall be
moving vehicle emblem visible from all distances within 500 fe%:quipped with bulbs of 50 candlepower 'minimum The lamps
to 50 feet of the side of the vehicle when directly in front of lawfig - "r o 0 approximately midway between the transverse

upper beams of headlamps. . . extremities othe vehicle or machinery and at the highest practica-
(Im) No person shall operate on a highway during hours gfe point.

darkness any train of vehicles authorized by s. 348.08 (1) (b)
unlessthere is mounted on each side of every vehicle in such trajp,7 o4 Lamps and reflectors on nonmotor vehicles

|nclud|ng_ f_arm tractors an(_j !mplements pf husbandigast one 44 equipment. (1) (a) Except as provided under pars. (b) and
Ie}mp emitting a red light \(lSlbIe from a dlstganqe of 500 feet to tt@ , noperson may operate on a highway during hours of darkness
side of the vehicle on which mounted or, in lieu thereof, at legg{y implement of husbandry or any other vehicle not specifically
one red reflector visible from all distances within 500 feet to quired by law to be equipped with lamps or other lighting
feet ofthe side of the vehicle when directly in front of lawful UpP€fjeyicesunless such implement or vehicle is equipped with at least
beams of headlamps. ' . 2 lighted lamps or lanterns exhibiting a white light visible from a
(2) No person shall operate on a highway, at times other th@igtance 0500 feet ahead and 2 lighted lamps or lanterns exhibit-
hours of darkness, any train of agricultural vehicles authorizedy a red light visible from a distance of 500 feet to the rear or, as
S. 348.08 (1) (b) unless there is displayed a red flag at leastah2alternative to the red lamps or lanterns, 2 red reflectors
inches square on each rear corner of the rearmost vehicle inffiRinted as specified in s. 347.18 and meeting the visibility

train. requirements of s. 347.19 may be displayed on the rear of such
History: 1979 c. 143, 355; 1981 c. 276; 1981 c. 391 s. 210; 1987 a. 164.  yahicle or implement of husbandry.

(am) No person may operate on a highway during hours of
darkness any implement of husbandry that extends 4 feet or more
the left of the center line of its towing vehicle unless the imple-
ent is equipped with an amber reflector meeting the visibility
zfuirements of 847.19 and mounted on the left side, facing for-

implement, or lightweight utility vehicle carries the lighted hea fd, so as tmark the extreme width of the implement to drivers

lamps and tail lamps which would be required of other mot Foncomln_g vehicles. .
vehicles under similar circumstances. (b) Any implement of husbandry or any other vehicle not spe-

ifically required by law to be equipped with lamps or other light-
(2) No person shall operate or park a farm tractor, self-prg- . !
pelled farm implement, or lightweight utility vehicle, as define g device and which was manufactured on or before January 1,

in s. 346.94 (21) (a) 2.. upon a highway during hours of darkn 84, shall comply with the lamp requirements of s. 347.24 (1),

347.22 Lamps on farm tractors, self-propelled farm
implements, and lightweight utility vehicles. (1) No per-
son shall operate or park a farm tractor, self-propelled farm imp,
ment, odightweight utility vehicle, as defined in s. 346.94 (21) (
2., upon a highway during hours of darkness unless such tra

' ) ; 1 stats.
with any lamp thereon showing any light to the rear other than
in color)./ P ganylg (c) Animplement of husbandry which is an all-terrain vehicle
History: 2009 a. 157. need only comply with the lamp requirements established under
s. 23.33 (6).
347.23 Lamps on highway maintenance equipment. (2) No person may operate on a highway during hours of dark-

(1) No person shall operate upon a highway during hours of darless a vehicle drawn by an animal unless the vehicle is equipped
ness any road machinery or motor vehicle used in highway cavith at least one lighted lamp or lantern exhibiting a white light
struction or maintenance unless such vehicle or road machineisible from a distance of 500 feet ahead and 2 lighted lamps or
is equipped either as prescribed by par. (a) or (b): lanterns exhibiting red light visible from a distance of 500 feet to
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the rear and mounted in such a manner as to indicate the extreroanted as to be plainly visible and understandable from a dis-
width of the vehicle. tance o600 feet both during normal sunlight and during hours of
History: 1977 c. 418; 1983 a. 124; 1985 a. 29; 1993 a. 455; 2001 a. 104.  darkness. No operator of an authorized emergency vehicle may
L ) . use the warning lights except when responding to an emergency
347.245 Identification emblem on certain slow moving call orwhen in pursuit of an actual or suspected violator of the law,
vehicles. (1) After January 1, 1970, no person may operate henresponding to but not upon returning from a fire alarm, when
a highway, day or night, any vehicle or equipment, any animakansporting an organ for human transplantation, when transport-
drawnvehicle, or any other machinery, including all road machifing medical personnel for the purpose of performing human organ
ery, that usually travels at speeds of less than 25 miles per houidiesting otransplantation immediately after the transportation,
any vehicle operated under a special restricted operator’s licegs@hen necessarily parked in a position which is likely to be haz-
issued under s. 343.135 or any lightweight utility vehicle, &gdous to traffic.
defined in s. 346.94 (21) (a) 2., unless there is displayed on th?lm) (a) A police vehicle under s. 340.01 (3) (a) may be

most practicable visible rear area of the vehicle or combination gf ‘- / ; ; ; / o
vehicles, a slow moving vehicle (SMV) emblem as described ﬁﬂg%ﬁ%’gt%glue light and a red light which are flashing, oscil

and displayed as provided in sub. (2). Any towed vehicle or S . . . .
machingia}/xempt frpom this provision Ef t)he tovging vehicle is vis-__(b) If the vehicle is so equipped, the lights shall be illuminated
ible from the rear and is in compliance with this section. All ro&tf réquired under s. 346.03 or 346.215 (2) (a) when the operator
machinery is excluded when it is engaged in actual construct@pin€ police vehicle is exercising the privileges granted under s.
or maintenance work either guarded by a flagman or clearly vi6.03 or 346.215 (2) (a). On a marked police vehicle, the blue
ible warning signs. Except as provided in s. 347.21 (1), t ght shall be mounted on the passenger side of the vehicle and the
requirement of the emblem shall be in addition to any lightif§d light shall be mounted on the driver side of the vehicle. When
devices required grermitted by law. Mopeds and motor bicycled! Use on an unmarked police vehicle, the blue light shall be dis-
are excluded from the provisions of this section unless they &f@yed on the passenger side of the vehicle and the red light shall
operated under a special restricted operator’s license issued uR§efiSPlayed on the driver side of the vehicle. The lights shall be
s. 343.135. Electric personal assistive mobility devices dgS'gned andisplayed so as to be plainly visible and understand-
excluded from the provisions of this section. The SMV emble lefrom a distance of 500 feet during normal sunlight and during

neednot be displayed on vehicles moving directly across the highurs of darkness. No operator of a police vehicle may use the
way. arning lights except when responding to an emergency call or

when inpursuit of an actual or suspected violator of the law, when
sponding tdout not upon returning from a fire alarm, when nec-
rily parked on a highway in a position which is likely to be

(2) Standards and specifications the design and position of
mounting of the SMV emblem shall be established by rule by th
secretary. Except as provided in s. 347.21 (1), the standards A : : :
specifications for SMV emblems shall correlate with and, so f azrcligusé to traffic using the highway, or as authorized under s.
as possible, conform with those approved by the American soci ﬂp (2) (a). L . .
of agricultural engineers. The secretary shall submit such stan{C) If the state or any local authority intends to equip its police
dards and specifications, and any subsequent changes therei€fifles asuthorized under par. (a), the state or the imetiority
the assembly and senate committees having jurisdiction oveall give notice of its intent as a class 2 notice under ch. 985 at
transportation matters as determined by the speaker of the asd@@st 90 days before so equipping the first vehicle.
bly and the president of the senate acting jointly for their approval.(1r) (a) 1. A police vehicle under s. 340.01 (3) (a) may be

(3) No person shall display such emblem on a roadway, exc@FP'pped so that the high beams of its headlamps pulsate or flash
as provided in sub. (1), nor on roadside stationary objects suclf#grnately at a rate of 70 to 90 pulses or flashes per minute. The
mailboxes or signposts and no such emblem shall be used R&!gating offlashing headlamps may be used only when the warn-
clearance marker for wide vehicles. No slow moving vehicled lamps authorized under sub. (1) or (1m) are in use.
actually engaged in construction or maintenance guarded by a2. If the state or any local authority intends to equip its police
flagman or clearly visible warning signs need remove the sloax¢hicles aswuthorized under subd. 1., the state or the local author-
moving vehicle emblem. ity shall give notice of its intent as a class 2 notice under ch. 985

(4) Except aprovided in s. 347.21 (1), no person shall displagt least 90 days before so equipping the first vehicle.
such emblem on any vehicle or equipment not specified in sub.(b) 1. a. A vehicle of a fire department under s. 340.01 (3) (c)
(2). or an ambulance under s. 340.01 (3) (g) may be equipped so that

(5) This section does not apply to any vehicle or combinatidf€ high beams of its headlamps pulsate or flash alternately at a
of vehicles to the left rear of which is attached a yellow or amb@te of 70 to 90 pulses or flashes per minute. The pulsating or

flashing light at least 4 inches in diameter. flashing headlamps may be used only when the warning lamps
History: 1977 c. 29, 288; 1979 c. 34; 1981 c. 138; 1987 a. 164; 2001 a. 90; 2@gthorized under sub. (1) are in use.
a. 157. b. If any local authority intends to equip its vehicles as autho-

Cross—reference: See also ch. Trans 304, Wis. adm. code. ized d bd. 1 he | | hori hall gi . fi
As applied to Amish appellants, requiring slow moving vehicle signs on buggi_@ge unaer subd. 1. a_" the local authority shall give notice of its
unconstitutionallyinfringed on religious liberties. State v. Milleg2 Ws. 2d 56, 549 Intent as a class 2 notice under ch. 985 at least 90 days before so

N.W.2d 235 (1996), 94-0159. equipping the first vehicle.

347.25 Special warning lamps on vehicles. (1) Except 2. a. A sheriff or others designated by the county board may

as provided in subs. (1m) (a), (1r), and (1s), an authorized e thorizethat an ambulance under s. 340.01 (3) (i) be equipped so
gency vehicle may be equipped with one or more flashing, os at the high beams of its headlamps pulsate or flash alternately
lating, or rotating red lights, except that ambulances, fire depat. ate of 70 to 90 pulses or flashes per minute. The pulsating or
ment equipment, privately owned motor vehicles under s. 340 ¢Shing headlamps may be used only when the warning lamps
(3) (d), (dg), or (dm) being used by personnel of a full-time G- thorized under sub. (1) are in use.

part-time fire department, by members of a volunteer fire depart- b. If the sheriff or others designated by the county board
ment or rescue squad, or by an organ procurement organizatiotilégnd to authorize any ambulance under s. 340.01 (3) (i) to be
any person under an agreement with an organ procurement oft§ilipped as authorized under subd. 2. a., the local authority shall
nization, and privately owned motor vehicles under s. 340.01 @ye notice of its intent as a class 2 notice under ch. 985 at least 90
(dh) being used to transport or pick up medical devices or equilitys before authorizing the first vehicle to be so equipped.

ment, may be equipped with red or red and white lights, and shall(c) 1. a. The state fire marshal may authorize that a privately
be so equipped when the operator thereof is exercising the provisned motor vehicle under s. 340.01 (3) (d) that is being used by
leges granted by s. 346.03. The lights shall be so designed amigputy state fire marshal be equipped so that the high beams of
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its headlamps pulsate or flash alternately at a rate of 70 to 90 putspspped with the lamps specified in this section, but if a vehicle

or flashes per minute. The pulsating or flashing headlamps nisyequipped with any such lamps, no person shall operate such
be used only when the warning lamps authorized under sub.\({@&hicle on a highway during hours of darkness unless such lamps
are in use. comply with the requirements of this section and no person shall

b. If the state fire marshal intends to authorize any privatdlg€ such lamps in a manner inconsistent with this section.
owned motor vehicle under s. 340.01 (3) (d) that is being used by(2) SpoTLamps. (&) Any motor vehicle may be equipped with
a deputy state fire marshal to be equipped as authorized urnd®rmore than 2 spotlamps.

subd. 1a., the state shall give notice of its intent as a class 2 noticqb) No spotlamp shall be used as a substitute for headlamps.
under ch. 985 at least 90 days before authorizing the first vehiglg spotlamp shall be used as an auxiliary driving light on any
to be so equipped. motor velicle except when such spotlamp is set or adjusted so that
2. a. Afire chief may authorize that a privately owned mottie rays of light are projected directly upon the road surface at a
vehicle under s. 340.01 (3) (d) that is being used by an emplogégiancenot exceeding 150 feet directly in front of the vehicle and
of the fire department or, if applicable, a member of the voluntderthe right of the center of the traveled roadway. No spotlamp
fire department be equipped so that the high beams of its hestthll project any glaring light into the eyes of an approaching
lamps pulsate or flash alternately at a rate of 70 to 90 pulsesigver.
flashes per minute. The pulsating or flashing headlamps may bg3) ApverseweaTHERLAMPS. (@) Any motor vehicle may be
used only when the warning lamps authorized under sub. (1) atRiipped with not mordain 2 adverse weather lamps which shall
In use. be mounted on the front of the vehicle below the level of the cen-
b. If the fire chief intends to authorize any privately ownetgrs of the headlamps.
motor vehicle under s. 340.01 (3) (d) that is being used by an(h) Adverse weather lamps shall not be used in lieu of head-
employee of the fire department or, if applicable, a member of agnps unless absolutely necessary in case of rain, snow, dust or
volunteer fire department to be equipped as authorized ungigj and then only when a vehicle is equipped with 2 adverse
subd. 2. a., the local authority shall give notice of its intent asv@ather lamps mounted on opposite sides of the front of the
class 2notice under ch. 985 at least 90 days before authorizing tfghicle and when both such adverse weather lamps are lighted.
first vehicle to be so equipped. Whenever any vehicle is equipped with only one adverse weather
(1s) A vehicle in use by a fire department as a command pdamp, both headlamps of such vehicle shall be lighted at all times
at the site of an emergency call may be equipped with a bluendren such adverse weather lamp is lighted.
green light which is flashing, oscillating or rotating. (4) BAck-urPLAMPS. (@) Any motor vehicle may be equipped
(2) No person may operate a school bus which is paintedvegh not more than 2 back-up lamps which shall be so directed as
provided in s. 347.44 unless it is equipped with flashing red sig-project a white or amber light illuminating the roadway to the
nals and with a 360-degree flashing white strobe light havingear of such vehicle for a distance not to exceed 75 feet.
flashrate of 60 to 120 per minute. The secretary shall prescribgb) No lighted back-up lamp shall be displayed on any vehicle
rulesfor the type, installation, operation and light output brilliancgpon a hjjhway except when such vehicle is about to be or is being
of the signals and lights required under this subsection. Neven backward. Whenever a back—up lamp is lighted during
vehicle may be equipped with such flashing red signals andth@urs of darkness, the tail lamp or tail lamps on the vehicle dis-
strobe light unless it also is painted as provided in s. 347.44. playing such lighted back-up lamp also shall be lighted.
Cross—reference: See also ch. Trans 300, Wis. adm. code. ) (5) IDENTIFICATION LAMPS ON TAXICABS AND BUSES. No person
(2m) A human service vehicle may be equipped with gha|l'operate a motor vehicle regularly used for transporting pas-
360-degree flashing strobe light with a flashrate of 60 to 120 pgihgers for hire displaying any lighting device for identification
minute. Notwithstanding s. 110.05 (1), the secretary shall pigiposes other than a single illuminated sign or lighted lamp
scribe rules for the type, color, installation, operation and ligf{ounted above the top line of the windshield, colored white,
output brilliance of the lights permitted under this subsection. gmper or green. Such illuminated sign or lamp shall be so con-
(3) The lead vehicle in a funeral procession may be equippsttucted as to emit a steady or flashing nonglaring light.
or any vehicle in the procession may be equipped if all vehicles ) \WarniNG LAMPS ON TOW TRUCKS AND SERVICE VEHICLES.
in the procession are so equipped, with a flashing amber light {3t Any vehicle which by reason of its use upon a highway creates
may be used only in the procession. a vehicular traffic hazard requiring the exercise of unusual care in
(4) No vehicle may be equipped with or display any blue cakpproachingpvertaking or passing shall be equipped with a flash-
oredlight or lamp unless the vehicle is used in police work authimg or rotating amber lamp of the dome type at the highest practi-
rized by the state or a political subdivision of the state or is usesblepoint, visible from a distance of 500 feet, or 2 flashing amber
by a fire department as authorized under sub. (1s). lamps, one showing to the front and one showing to the rear, vis-
(5) Notwithstanding s. 347.26 (11), whenever flashing wariiple from a distance of 500 feet and mounted approximately mid-
ing lamps on an authorized emergency vehicle are designed way between the extremities of the width of the vehicle and at the
being used to exhibit a directional arrow at the scene of an enféighest practicable point. Such amber lamp or lamps shall be
gency, the lamps exhibiting the directional arrow may be flashifighted when such vehicle is moving a disabled vehicle along or
simuitaneously or sequentially. If the use of flashing warnirigpon a public highway at a speed below the average speed of
lamps to exhibit a directional arrow would likely direct approactinotor vehicle traffic on such street or highway and may not be lit
ing traffic into a lane of traffic moving in the opposite direction@t other times.
only the flashing warning lamps that exhibit the horizontal bar of (b) Operators of tow trucks or towing vehicles shall equip each
a directional arrow may be used and such lamps shall be flashtimg truck or towing vehicle with a flashing or rotating red lamp,
simultaneously. in addition to flashing type amber lamps. Such lamp shall be
History: 1977 ¢. 29 s. 1654 (7) (c); 1977 c. 228; 1979 c. 54, 149; 1983 a. 56; l?é!aced on the dome of the vehicle at the highest practicable point

a. 143; 1987 a. 126: 1989 a. 69; 1991 a. 73, 142; 1993 a. 369: 1995 a. 31, 190; - - -
R 7 20039 Sahe o ae Sible from a distance of 500 feet. This flashing red lamp shall

The burden is on the operator of an emergency vehicle to prove that the warrt?ﬁ'g used only when such vehicle is standing on or near the traveled
light met the requirements. A light showing only fo the front would not provide th@ortion of a highway preparatory to towing or servicing the dis-
operator with emergency privileges for stopping, parking, or turning as to vehicieg|ed vehicle
approaching from the rear. Pittman v. Lieffring, 59 Wis. 2d 52, 207 N.W.2d 6 :

(1973). (7) WARNING LAMPS ON CERTAIN HIGHWAY VEHICLES. Any
vehicle of the department or a county or municipal highway
347.26 Restrictions on certain optional lighting equip- department which by reason of its use upon a highway creates a

ment. (1) GENERAL RESTRICTIONS. A vehicle need not be vehicular traffic hazard requiring the exercise of unusual care in

Text from the 2007-08 Wis. Stats. database updated by the Legislative Reference Bureau. Only printed statutes are certified

under s. 35.18 (2), stats. Statutory changes effective prior to 11-2-10 are printed as if currently in effect. Statutory chan ges
effective on or after 11-2-10 are designated by NOTES. Report errors at (608) 266-3561, FAX 264-6948, http://www.le-
gis.state.wi.us/rsb/stats.html



Electronic reproduction of 2007-08 Wis. Stats. database, updated and current through 2009 Act 406 and October 31, 2010.
Updated 07-08 Wis. Stats. Database 8
347.26 EQUIPMENT OF VEHICLES Not certified under s. 35.18 (2), stats.

approachingovertaking or passing may be equipped with a flaskies on the traveled portion of any highway, or shoulder thereof,
ing red or amber lamp of the dome-light type or with 2 flashirduring hours of darkness, the driver of such vehicle shall display
red or amber lamps, one showing to the front and one showingvrning signals as required by s. 347.29.
the rear. Such lamp or lamps shall be mounted approximate%jS{ggyé al%ép.zggssélg? (8) (a); 1983 a. 53 s. 114; 1985 a. 204; 1989 a. 134,
mldway. between the eXtremltleS of the width of the vehicle ari ross-reference: See also ss. Trans 305.075, 305.08, 305.10, and 305.11, Wis.
at the highest practicable point and shall be used only for the pin. code.
pose of warning operators of other vehicles of the presence of the
traffic hazard. 347.27 When lighted lamps required on parked
(8) WARNING LAMPS FOR MAIL DELIVERY VEHICLES. Any vehicles. (1) No person shall park or leave a vehicle standing,
vehicle used for mail delivery may be equipped with a flashiryjhether attended or unattended, upon a roadway or the shoulder
amber lamp or strobe light mounted at the highest practicablémediately adjacent thereto during hours of darkness unless:
point and showing to the front and rear that may be used only to(@) Such vehicle is parked or standing where therefisisut
warn other motorists of the presence of a vehicular traffic hazaudificial light to render it visible from a distance of 500 feet or is
requiring the exercise of unusual care in approaching, overtaklagfully parked withinthe corporate limits of a city or village and
or passing when the vehicle is being used to deliver mail. in either case is equipped with at least one red reflector mounted
(9) WARNING LAMPS ON PUBLIC UTILITY AND cooperarive ©On the rear thereof as near as practicable to the side of the vehicle
VEHICLES. Any vehicle of a public utility as defined in s. 196.04hich is closest to passing traffic and otherwise meeting the
(5), of a telecommunications carrier, as defined in s. 196.01 (8mmRunting and visibility requirements specified in ss. 347.18 and
or of a cooperative association organized under ch. 185 for #f#/-19; or
purpose of producing or furnishing heat, light, power or water to (b) Such vehicle displays one or more lighted lamps meeting
its members, which by reason of its use upon a highway credtess following requirements:
a vehicular traffic hazard requiring the exercise of unusual care in 1. At least one lamp shall display a white or amber light vis-
approachingpvertaking or passing may be equipped with a flaskble from a distance of 500 feet to the front of the vehicle, and the
ing amber lamp of the dome type or with 2 flashing amber lamgsme lamp or at least one other lamp shall display a red light vis-
one showing to the front and one showing to the rear. Such larigds from a distance of 500 feet to the rear of the vehicle.
shall be mounted approximately midway between the extremities 2. The location of such lamp or lamps shall always be such
of the width of the vehicle and at the hlgheSF practlcable point mt at least one |amp or combination of |amps meeting the
shall be used only for the purpose of warning operators of othgguirements of this section is installed as near as practicable to
\k/)ehltlee? othe prestence (k)f the tfaﬁt'P hlatﬁard. Sh?uld SfUCh \r/]elh'@lﬂe side of the vehicle which is closest to passing traffic.

e of a type so as to make impractical the mounting of such lamps il i ; ; ; ;
e Secen e CTemites o e i o e v Mg, bothpring s 43 bl lanos sl o g
rear corners 0% such vehicle. PP 2) Any lighted headlamps on a vehicle parked on a highway

shall be depressed or dimmed.

vergilc?c)e ;Lg\?;meonmt/ﬁ eERhiLlﬁ\';v; ONU?SVUE;?;ZE \/aEnchC)\I;E}si?eny ermit (3) In this section, “vehicle” includes farm tractors and self-
9 9 yp P elled farm implements, implements of husbandry, animal—

issued under s. 348.25, 348.26 or 348.27 may be equipped wi . . R : - .
flashing amber dome light upon the cab of such vehicle or wi g‘i’?/(na;/%hugﬁz, r“c?atgwnf'agzﬁggyveh'des as defined in s. 346.94

doublefaced flashing amber light mounted along the sides of suc, . -,
. . . story: 2009 a. 157.
vehicle mounted and used when the movement is oversize.

(11) FLASHING WARNING LAMPS. (@) Any vehicle may be 347.28 Certain vehicles to carry flares or other warn-
equipped with lamps which may be used for the purpose of waimg devices. (1) No person shall operate a motor truck or motor
ing the operators of other vehicles of the presence of a vehicddas more than 80 inches in width or a truck tractor or road tractor
traffic hazard requiring the exercise of unusual care in approach-any highway outside the corporate limits of a city or village
ing, overtaking or passing, and when so equipped may dispthyring hours of darkness unless such vehicle carries in a place
such warning in addition to any other warning signals required iBadily accessible to the driver the following warning devices:
this section. The lamps used to display such warning to the fronta) At least 3 pot torches or 3 red electric lanterns or 3 red emer-
shall be mounted at the same level and as widely spaced latergédliicy reflectors, each of which shalldagable of being seen and
as practicable, and shall display simultaneously flashing whitedistinguished at distance of at least 600 feet under normal atmos-
amberlights, or any shade of color between white and amber. Tiiigeric conditions during hours of darkness. Iftpathes are car-
lamps used to display such warning to the rear shall be mountied in lieu of red electric lanterns, at least 3 red-burning fusees
at the same level and as widely spaced laterally as practicable, gl be carried in addition to such pot torches; and
shall show simultaneously flashing amber or red lights, or any i) At least 2 red—cloth flags, not less than 12 inches square,
shade otolor between amber and red. These warning lights shglty, standards to support such flags.

be visible from a distance of not less than 500 feet under norma 2) No person shall operate upon a highway outside the corpo-

atmospheric conditions at night. Directional signals meeting t fimi . . X
g . . imits of a city or village during hours of darkness any motor
requirements of this chapter shall be used or lamps meeting t cleused for the transportation of explosives or any cargo tank

requirements, mounted so as to comply with turn signal instal flick used for the transportation of flammable liquids or com-
ton. . ) . ressed gases unless there is carried in such vehicle 3 red electric
(am) In addition to any other lamps authorized under this SL&nterns or 3 red emergency reflectors meeting the requirements
section, anotor truck having a gross vehicle weight rating of morgr syp. (1). No pot torch or fusee or signal produced by flame shall
than 26,000 pounds may be equipped with a 360-degree flasijadcarried in any such vehicle. Such red emergency reflectors
or rotating amber light mounted at the highest practicable poigka||comply with the specifications for such reflectors as set forth

The flashing or rotating amber lamp may be lighted only when thejnterstate commerce commission motor carrier safety regula-
motor truck is upon a highway having a maximum speed limit gf 5.

morethan 35 miles per hour and the motor truck is traveling 10 or

more miles per hour below the maximum speed limit, is stoppex$7.29 Display of warning devices for certain vehicles

or is backing on such highway. The flashing or rotating ambghen standing on highway. (1) Except as provided in s.

lamp may not be lit at other times. 347.26 (11) (b), whenever any motor truck, motor bus, trailer or
(b) Whenever any vehicle other than an automobile, whichsgemitrailer more than 80 inches in width or truck tractor or road

equipped apermitted in par. (a), is stopped for more than 10 mitractor is left standing, whether attended or unattended, during
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hours ofdarkness upon the traveled portion of any highway or ttigan $20 for the first offense and not less than $25 nor more than
shoulder adjacent thereto outside the corporate limits of a city®&0 for the 2nd or subsequent conviction within a year.
village, the operator of such vehicle shall display the following (2) Any person violating ss. 347.03, 347.07 to 347.12, 347.13
warning devices upon the highway during the entire time thie) or 347.14 to 347.29 may be required to forfeit not less than $10
vehicle is so left standing and such devices shall be placed inflae more than $200.
following order: History: 1971 c. 278.

(a) A lighted fusee or lighted red electric lantern or a red emer-
gency reflector shall immediately be placed at the traffic side of
the vehicle in the direction of the nearest approaching traffic. If SUBCHAPTER I
a lighted fusee was so placed, the driver shall replace such fusee
with alighted pot torch or lighted red electric lantern or a red emer-
gency reflector after the driver has placed the warning devices
specified in pars. (b) and (c) and before the fusee burns out. 347-35 Brakes. (1) MoOTORVEHICLES. No person shall oper-

(b) A lighted pot torch or lighted red electric lantern or a r e any motor vehicle, other than a moped or motorcycle, upon a

: hway unless such motor vehicle is equipped with brakes ade-
emergency reflector shall be placed approximately 100 feet fr .
the standing vehicle in the center of the lane occupied by s te tacontrol the movement of and to stop and hold such vehicle

; ) S capable of meeting the performance specifications under s.
vehicle and _toward raffic apprqachlng in that Igne. 347.36. There shall be 2 separate means of applying the brakes,
(c) One lighted pot torch or lighted red electric lantern or a rgéch of which means shall be effective to apply the brakes to at
emergency reflector shall be placed approximately 100 feet frg@st 2 wheels.
the standing vehicle in the center of the lane occupied by S%la) PARKING BRAKES. Every such vehicle and combination of

vehicle and in the opposite direction from the warning dev'%hicles, except mopeds and Type 1 motorcycles, shall be
placed in accordance W|th.par. (0). ) ) .. equipped with parking brakes adequate to hold the vehicle on any
(2) Whenever any vehicle referred to in this section is leffrade on which it is operated, under all conditions of loading on
standing, whether attended or unattended, within 500 feet o} &yrface free from snow, ice or loose material. The parking
curve, hllllcrest or other obstruction to view, the warning signal takes shall be capable of being applied by the driver’s muscular
thatdirection shall be so placed as to afford ample warning to otigfort or byspring action or by equivalent means. Their operation
users of the highway, but in no case less than 100 feet nor Mg, e assisted by the service brakes or other source of power pro-
than 500 feet from the standing vehicle. vided that failure of the service brake actuation system or other
(3) Whenever any vehicle of a type referred to in this sectigmower assisting mechanism will not prevent the parking brakes
is left standing, whether attended or unattended, upon any rofdm being applied. The parking brakes shall be so designed that
way of a divided highway during hours of darkness, the approprihen once applied they shall remain applied with the required
ate warning devices prescribed in subs. (1) and (4) shall be plaedctiveness despite exhaustion of any source of energy or leak-
as follows: age of any kind. The same brake drums, brake shoes and lining

(@) One shall be placed at a distance of approximately 200 faggemblies, brake shoe anchors and mechanical brake shoe actua-
from the vehicle in the center of the lane occupied by the standfif mechanism normally associated with the wheel brake assem-
vehicle and in the direction of traffic approaching in that lane; blies may be used for both the service brakes and the parking

(b) One shall be placed at a distance of approximately 100 fBEgkes. If the means of applying the parking brakes and the ser-
ce brakes are connected in any way, they shall be so constructed

from the vehicle in the center of the lane occupied by the Vehi{'[tlzat failure of any one part shall not leave the vehicle without
and in the direction of traffic approaching in that lane; ] y p
oaeratlve brakes.

(c) One shall be placed at the traffic side of the vehicle an
(2) MoOPEDSAND MOTORCYCLES. NO person may operate a

ggtp ;%ﬁ?;gtceg%/né@ﬁ:%frcom the vehicle in the direction of the nearfnoped or motorcycle uponhéghway unless the moped or motor-

f hicl dinth .cycle is equipped with at least one brake capable of meeting the
(4) No operator of a motor vehicle used in the transportatiofd formance specifications set forth in s. 347.36. The brake may
of explosives, or of a cargo tank truck used for the transportatiga designed to be operated either by hand or by foot.

of any flammable liquid or compressed flammable gas shall use(3) TRAILERS, SEMITRAILERSAND TOWEDVEHICLES. (a) Except

Vehicle. I liu thereo, Ted eledtric lanems o red amérger(iy ProVided in par. (am). no person shal operate on a highway any
reflectors shall be used, the placement of which shall be in ller, semitrailer or other towed vehicle havirgrass weight of
same order and manner as prescribed in subs. (1) to (3). ;000 pounds or more and manufactured after January 1, 1942
. N . unless such vehicle is equipped with brakes adequate to control
(5) Whenever any vehicle of a type referred to in this sectighe movement of and to stop and hold it.

is left standing at any place mentioned in this section at times othe ; . ; :
than during hours of darkness, the operator of the vehicle shalll%;am) A motor vehicle may be towed without being equipped

OTHER EQUIPMENT

play 2 red flags upon the roadway in the lane of traffic occupi h brakes as provided in par. (a) if the gross weight of the towed

by the standing vehicle, one at a distance of approximatel icle is not more than 40% of the gross weight of the towing
y 9 ’ pp Y icle and the brakes on the towing vehicle are capable of bring-

feet in advance of the vehicle and one at a distance of APPT9XY the combination of towing vehicle and towed vehicle to a stop
mately 100 feet to the rear of the vehicle. as provided in s. 347.36 (1)

(6) The flares, fusees, red electric lanterns, red emergency,

reflectorsand flags to be displayed as required in this section sr@él(b) Every full trailer, semitrailer, pole trailer or other towed
conform with the requirements of s. 347.28. hicle required to be equipped with brakes shall be equipped

' ) : ) _ with brake systems of such design and type, and capable of meet-
(7) Thissection does not apply to vehicles standing on a higiig such performance standards, as established by rule of the

way in compliance with traffic regulations or the directions of gepartment.

tr‘f.f'c oﬂlfggrlor gElClal traffic sign or signal. (c) This subsection does not apply to farm trailers or to dis-
istory: 1991 a. 316. . . o bledvehicles while being towed to a place of repair or to automo-

A flag warning under sub. (5) is not applicable in a city. Northland Insurance %o . . )
v. Avis Rent-A-Car, 62 Wis. 2d 643, 215 N.W.2d 439 (1974). lles or trucks while being towed or being transported pursuant to
s. 341.47 (1) (b).

347.30 Penalty for violating lighting equipment (4) MOBILE HOMES AND RECREATIONAL VEHICLES. NO person

requirements. (1) Any person violating s. 347.06 or 347.13shallmanufacture and no person shall sell a mobile home or recre-

(2), (3) or (4) may be required to forfeit not less than $10 nor maa&onal vehicle in this state unless such mobile home or recre-
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ational vehicle is equipped with brakes adequate to control B8#7.385 Auxiliary lamps on emergency vehicles; traf-
movement of and to stop and hold it. No person shall operatefion control signal emergency preemption devices.

a highway any mobile home registered as a 1940 or later y€an) In this section:

model or recreational vehicle unless such mobile home or recre{a) “Authorized emergency vehicle” means an authorized
ational vehicle is equipped with brakes adequate to control #@ergency vehicle as defined in s. 340.01 (3) (a), (c), (g), or (i).

movement of and to stop and hold it. (b) “Emergency preemption device” means a device, located

(5) ImMPLEMENTS OF HUSBANDRY. (@) No person may operateon or within a traffic control signal, that is designed to receive an
on a highway any self-propelled implement of husbandejectronic, radio, light, or sound transmission from an approach-
manufactured after February 1, 1985, unless the vehicleirg vehicle that alters the normal sequence of the traffic control
equippedwith brakes or other stopping device adequate to conteifynal to provide or maintain a green signal for the vehicle to pro-
the movement of and to stop and hold the implement of husbandeed through the intersection.

(b) Every self-propelled implement of husbandry required to (c) “Transmitter” means a device that emissgmal for the pur-
be equipped with brakes or other stopping device shall pese of activating an emergency preemption device.
equipped with brakes or a stopping device that meets degign,  (2m) An authorized emergency vehicle may be equipped and
or performance standards established by the department by rgirated with lamps designed and used, or with any other trans-

The rule of the department under this paragraph shall comply Wifitter designed and used, to activate emergency preemption
the applicable standard established by the American societyga{ices.

agricultural engineers. 3m) The lamps authorized for use under this section may be
65 00Ty 1 | & 29 1694 (7) (€); 1979 ¢. 163; 1983 2. 124, 243, 244, 198%?13(/ co%or and me?y be flashing, oscillating, rotating or pulsati¥1g.

Cross-reference: See also ch. Trans 308 and ss. Trans 305.17, 305.37, and(4) No operator of an authorized emergency vehicle may use
305.51, Wis. adm. code. a transmitter, including lamps under sub. (2m), except when
responding to aamergency call, when pursuing an actual or sus-

347.36 Performance ability of brakes. (1) Brakes on necteq violator of the law, or when responding to, but not when
motor vehicles and brakes on combinations of vehicles shall ‘Furning from. a fire alarm.

capable of bringing the vehicle or combination of vehicles to a .
s s ; (5) (@) No person may operate upon a highway a motor
gltooepédug;i%nrgirlr;l::o%?nhtgﬂﬁns, within 50 feet when traveling atvghi_cle, other than an authorized emergency vehicle, that is
. — . ._equipped with a transmitter or in which a transmitter is located.
(3) All required brakes shall be maintained in good workingis'subsection does not apply to a motor carrier or person in the
orlt_:li_etr. o83 a 243 business of selling transmitters to authorized users who transports
C:'f)gsrx.referencatla.: See. also ss. Trans 305.17 and 305.37, Wis. adm. code. a trar_lsmlt_ter in OI’IgII’laL unopened packaglng orinan mop_eratlve
condition in an enclosed storage compartment of the vehicle.

347.37 Brake fluid, sale regulation. (1) After January 1, _ () No person may sell a transmitter except for use for autho-
1960, no hydraulic brake fluid for use in motor vehicles shall 5&ed purposes as described in sub. (2m).

sold inthis state if such brake fluid is below the minimum standardHistory: 2005 a. 193 ss. 1 to 6; Stats. 2005 s. 347.385.

of specifications established by the society of automotive en i47 39 Mufflers

neers for heavy duty type brake fiuid No. 70R1 or a later desig %’y motor vehicle subject to registration unless such motor

tor for an improved product. _vehicle isequipped with an adequate muffler in constant operation

(2) All manufacturers of brake fluids selling such fluids irgnd properly maintained to prevent any excessive or unusual noise
Wisconsin shall state on the immediate containers in which Sltﬁhannoying smoke. This subsection also applies to motor

fluid is packaged that the fluid therein meets or exceeds the spggiycles.
fications under sub. (1).

(1) No person shall operate on a highway

(2) No muffler or exhaust system on any vehicle mentioned in
sub. (1) shall be equipped with a cutout, bypass or similar device
- i . nor shall there be installed in the exhaust system of any such
operate anotor vehicle upon a highway unless such motor vehiglgjcle any device to ignite exhaust gases so as to produce flame
is equipped with a horn in good working order and capable iihin or without the exhaust system. No person shall modify the
emitting sound audible under normal conditions from a distanggnaust system of any such motor vehicle in a manner which will
of not less than 200 feet, but no person shall at any time use a rét‘i’ﬁ?lify or increas¢he noise emitted by the motor of such vehicle

347.38 Horns and warning devices. (1) No person shall

otherwise than as a reasonable warning or make any unnece e that emitted by the muffler originally installed on the
or unreasonably loud or harsh sound by means of a horn or o icle, and such original muffler shall comply with all the
warning device. requirements of this section.

(2) Except as otherwise provided in this section, no vehicle (3y | this section, “muffler” means a device consisting of a
shall beequipped with nor shall any person use upon a vehicle affies of chambers of baffle plates or other mechanical design for
siren or compression or exhaust whistle. receiving exhaust gases from an internal combustion engine and

(3) Any vehicle may be equipped with a theft alarm signalhich is effective in reducing noise.

device if such device is so arranged that it cannot be used by thestory: 1983 a. 243.
driver as an ordinary warning signal. Cross-reference: See also ss. Trans 305.20 and 305.39, Wis. adm. code.

(4) An authorized emergency vehicle shall be equipped Wiy 40  Mirrors
a siren, but such siren shall not be used except when such veR : .

pursuit of an actual or suspected violator of the law, wheg, 5 gistance of 20
responding to but not upon returning from a fire alarm, when
transporting an organ for human transplantation, or when tra
porting medical personnel for the purpose of performing hum

0 feet to the rear of such vehicle.

(2) No person shall operate on a highway any school bus hav-
a passenger—carrying capacity of 10 or more persons including

: C : e operator unless such bus is equipped with at least one mirror

organ harvesting or transplantation immediately after the tra ich is 7 inches in diameter so located as to enable the operator

portation, in which events the driver of such vehicle shall sou - -
: : e a reflection of the road from the entire front bumper forward
the siren when reasonably necessary to warn pedestrians and ?point where direct observation is possible.

drivers. . )
Cross—reference: See also ss. Trans 305.25 and 305.41, Wis. adm. code. (3) No person may operate or permit the operation of any
History: 2007 a. 20. motor bus on a highway unless the bus is equipped with 2 outside
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rearview nirrors, one to the right and one to the left of the operatmehicle, or other location as prescribed by the department, speci-
Each mirror shall have not less than 50 square inches of unfyling the mileage prior to service, repair or replacement of the
structed reflective surface and shall be firmly supported andometer and the date on which it was serviced, repaired or
adjustable tgive the operator a clear view past both the right ameplaced. No person may, with intent to defraud, remove or alter
left rear of the bus. such a notice so affixed. No person who services, repairs or
History: 1975 c. 84; 1987 a. 235. ) replaces an odometer that is incapable of registering the same
Cross-reference: See also ss. Trans 305.26 and 305.44, Wis. adm. code. m”eage as before such service, repair or replacement may fail to
347.41 Speed indicators. No person shall operate on a highgdj?rﬁghseugggg%ﬁr to read zero o fail to attach the notice required
way any motor vehicle primarily designed for use upon a highway .~ ™ * e . .
unless such motor vehicle is equipped with a speedometer whichso: 1975 ¢ 121, 1991977 c. 29 5. 1654 (7) (a); 1993 a. 159, 2003 a. 166.
with reasonable accuracy registers the speed of the vehicle, except '
thatmotor trucks or truck tractors may be equipped with tachom®47.417 Immobilization device tampering. (1) No per-
ters or any other devices that indicate speed and motor vehigdes may remove, disconnect, tamper with, or otherwise circum-
transported pursuant and in compliance with s. 341.47 (1) (b) artht the operation of any immobilization device installed in
(c) may be equipped with a governor of speed of a type whi@sponse to a court order under s. 346.65 (6), 1999 stats., or s.
restrictsspeed and which is set at a level equal to or below the li843.301 (2), 2007 stats. This subsection does not apply to the

its of 55 miles per hour in lieu of a speedometer. removal of an immobilization device pursuant to a court order or
History: 1983 a. 54. ) to necessary repairs to a malfunctioning immobilization device.
Cross—reference: See also s. Trans 305.18, Wis. adm. code. (2) The department shall design a Warning label which shall
347.413 Ignition interlock device tampering; failure to be affixed by the owner of each immobilization device before the

install. (1) No person may remove, disconnect, tamper with, 6ﬁV|Ce is used to immobilize any motor vehicle under s. 346.65
otherwisecircumvent the operation of an ignition interlock devicéb), 1999 stats., or s. 343.301 (2), 2007 stats. The label shall pro-
installed in response to the court order under s. 346.65 (6), 198t notice of the penalties for removing, disconnecting, tamper-
stats., or s. 343.301 (1), 2007 stats., or s. 343.301 (1g), or faild with, or otherwise circumventing the operation of the immobi-
havethe ignition interlock device installed as ordered by the cou%ﬁ“on dfg\g'fe-zw 1989 8. 106: 2001 o 16 <o, 34450 0 345 4000 40601
This subsection does not apply to the removal of an ignition |nt%-665ﬁ$y4060hyf‘-2009' Aot a. 1bss. to 3445m, 9, I,
lock device upon the expiration of the order requiring the motor
vehicle to be sequipped or to necessary repairs to a malfunctioga7.42 Windshield wipers. No person may operate on a
ing ignition interlock device by a person authorized by the depafiighway any motor vehicle equipped with a windshield, except a
ment. moped or Type 1 motorcycle, unless the motor vehicle also is
(3) The department shall design a warning label which shaljuipped with a device for cleaning rain, snow or other moisture
be affixed to each ignition interlock device upon installation. THeom the windshield. The device shall be so constructed as to be
label shall provide notice of the penalties for tampering with gontrolled or operated by the operator of the vehicle and shall at
circumventingthe operation of the ignition interlock device undeall times be maintained in good working order.
sub. (1) and s. 343.10 (5) (a) 3. History: 1979 c. 163; 1983 a. 243; 1985 a. 65.
History: 1991 a. 277; 1993 a. 213; 1999 a. 109; 2001 a. 16 ss. 3445f, 3445d;r0ss—reference: See also s. Trans 305.35, Wis. adm. code.

4060hd, 4060hw, 4060hy; 2009 a. 100, 121.
347.43 Safety glass. (1g) In this section, “safety glass”

347.415 Odometer tampering. (1g) In this section, means glass so treated or combined with other materials as to
“odometer” means an instrument for measuring and recording teeluce, in comparison with ordinary sheet glass or plate glass, the
actual distance that a motor vehicle, snowmobile, or all-terradikelihood ofinjury to persons by objects from external sources or
vehicle has traveled while in operation, but does not include ay such glass when it is struck, cracked or broken.
auxiliary instrument designed to be reset to zero to measure angs) No person may operate upon a highway any motor
record the actual distance that a motor vehicle, snowmobile,@hjcle manufactured after January 1, 1936, except a recreational
all-terrain vehicle has traveled on trips. vehicle other than a Sth-wheel recreational vehicle, unless the

(Im) No person may, either personally or through an agentiotorvehicle is equipped with safety glass wherever glass is used
remove, replace, disconnect, reset, tamper with, alter, or faild® the motor vehicle in partitions, doors, windows or windshields.
connect the odometer of any motor vehicle, snowmobile, or all- 2y No person may sell any new motor vehicle unless such
terrain vehicle with the intent to change or affect the number @dpicle is equipped with safety glass in accordance with the
miles indicated thereon. requirements of sub. (ls)

_ (2) No person may operate a motor vehicle subject to registra-(4) |f a common carrier or person operating under a permit or
tion under ch. 341 on any street or highway with knowledge thattificate issued by the department is convicted of operating a
the odometer is removed, disconnected or nonfunctional. f8hicle in violation of this section, the department may suspend
exemption may be provided if parts are on back order to corrggieyoke the permit or certificate until such time as the vehicle has
a nonfunctional odometer. been equipped with safety glass as required by this section.

(3) No person may advertise for sale, sell, use, install, or havelistory: 1977 c. 29 s. 1654 (9) (f); 1981 c. 347; 1985 a. 187; 1993 a. 16; 1999 a.
installed any device which causes an odometer to register &h r(?s(,)g ?éf(g?énce' See also ss. Trans 305.32 and 305.34, Wis. adm. code
mileage other than the true mileage driven. For purposes of th b.(1) [now sub. (1s)] requires that whenever broken glass is replaced in a vehicle
subsection, “true mileage driven” means that mileage traveleditwust be replaced with safety glass. Replacing glass with plastic violated this sec-

i ithintimeand an officer observing a vehicle with replacement plastic had probable cause
the vehicle as measured and recorded by the odometer Wlthlnto'ﬂﬁs%p the vehicle for a violation of this section. State v. Longcore, 2001 WI App 15,

manufacturer’s design tolerance. 240 Wis. 2d 429, 623 N.W.2d 201, 00-1171.
(4) No person shall conspire with any other person to violate o .

sub. (1m), (2) or (3). 347.44 Painting requirements for school buses;
(5) Nothing in this section shall prevent the service, repair B#strictions as to painting of other vehicles. (1) Al

replacement of an odometer, provided the mileage indicat®00! buses shall be painted as follows: )

thereon remains the same as before the service, repair or replacé) With the exception of trim, the body, including hood, fend-
ment. Where the odometer is incapable of registering the sa@hi&.cowl and roof shall be painted a uniform color, national school
mileage as before such service, repair or replacement, the odops-glossy yellow, according to national institute of standards and
ter shall be adjusted to read zero, and a written notice shallt@ehnology specifications;

attached, by the owner or an agent, to the left door frame of theglb) The body trim, if used, shall be black; and
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(c) The words, “SCHOOL BUS”, in black letters at least &ay. Tires equipped with tungsten carbide studs shall be limited
inches high shall appear on both the front and rear of the upjpeusage and design as follows:
body area or on a sign attached thereto. 1. The department shall, by rule, designate the times of year
(2) A motor vehicle described in s. 340.01 (56) (b) may, buluring which any type of tire described in this paragraph may be
neednot, comply with sub. (1). If the motor vehicle complies withised.
sub. (1), the vehicle shall comply with other regulations relating 2. Such tires may be used only on authorized emergency
to school buses prescribed by the department by rule. vehicles, school buses, vehicles used to deliver mail and automo-
(3) No person may paint or in any way designate a motbileswith out-of-state registrations and then only if such automo-
vehicle in the manner described in sub. (1) except as expresslg is inthe course of passing through this state for a period of not
authorized by this section. more than 30 days.
(4) When a motor vehicle in compliance with sub. (1), s. 3. Such studs shall not project more than one-eighth inch
347.25 (2), and the rules of the department relating to school pgyond the tread surface of the tire.
equipment is no longer operated as a school bus, the registratio(8) The authority in charge of maintenance of the highway in
of the motor vehicle for another purpose may not be permittqdestion may, in its discretion, issue a special permit authorizing
until the owner: operation upon such highway of a vehicle the operation of which
(@) Physically removes the signs identifying the vehicle ag@uld otherwise be prohibited under this section.
school bus, the lights required by s. 347.25 (2) and such othe(4) No person shall knowingly operate on any highway any
equipment as the department may specify by rule; and vehicle orwhich any tire has been regrooved or recut or offer such
(b) Repaints the entire vehicle to a color other than natiorit¢ for sale or exchange. This subsection shall not apply to
school bus glossy yellow or any color commonly referred to gegrooved or recut commercial vehicle tires which are designed

yellow. and constructed in such a manner that regrooving or recutting is
History: 1975 c. 121, 199, 224, 429; 1977 c. 29 s. 1654 (7) (e); 1977 c. 228; 164 acceptable and safe practice, nor does this subsection apply to
c. 221; 1983 a. 175; 1985 a. 287; 1989 a. 165. regrooving or recutting done in a tire recapping process.
Cross-reference: See also ch. Trans 300, Wis. adm. code. History: 1973 c. 338; 1977 c. 29 s. 1654 (7) (a); 1985 a. 187; 1997 a. 102; 1999
a. 85; 2007 a. 11; 2009 a. 177.
347.445 Crossing gates for school buses. No person Cross-reference: See also ch. Trans 306 and s. Trans 305.30, Wis. adm. code.

.455 Modifications to height of vehicle. (1) Except
urther provided in this section, no person may operate any
icle on a highway if modifications have been made to the sus-
sion system, axles or chassis of the vehicle which cause any
ion of the vehicle to ride more than 4 inches above the height
the vehicle specified by the manufacturer. The height of the
vehicle shall be measured from the level surface on which the
vehicle stands.

347.45 Tire equipment. (1) All automobiles, motor trucks, . (2) If the modification is for the purpose of strengthening or
motor buses, truck tractors, trailers, semitrailers, recreatioff@Proving handling, modifications may be made to the suspen-
vehicles, and mobile homes when operated upon a highway sl Systemaxles or chassis of a 4-wheel drive vehicle or a motor
be completely equipped with tires inflated with compressed &iHck which has a gross weight of not more than 8,000 pounds
and all other motor vehicles when operated on a highway shalVyéich cause the vehicle to ride 5 or less inches above the height
equipped with tires of rubber or of some material or constructi®h the vehicle specified by the manufacturer. The height of the
of equal resiliency. No person may operate on a highway atghicle shall be measured from the level surface on which the
motor vehicle, trailer, semitrailer, recreational vehicle, or mobikehicle stands.
home having any metal tire in contact with the roadway, except(3) A 4-wheel drive vehicle or a motor truck which has a gross
that tire chains of reasonable proportions may be used whegight of not more than 8,000 pounds may be modified to use a
required for safety because of snow, ice or other conditions tefite and wheel size which exceeds the wheel and tire size specified
ing to cause a vehicle to skid, and except as provided in sub.lg)the manufacturer for the vehicle by up to 4 inches in radius.
(©). (4) No person may operate any vehicle on a highway if modi-
(2) No person shall operate on a highway any vehicle, inclufications have been made to the suspension system, axles, chassis
ing farm tractors, self-propelled farm implements, implements @f exhaust system of the vehicle which cause any portion of the
husbandry, animal-drawn vehicles and road machinery, if sugthicle,except the tires, to extend below lines drawn from the bot-
vehicle has on the periphery of any of its tires any block, std@m of each wheel rim to the points of contact between the tires
flange, cleat, spike or other protuberance of any material ot the opposite side and opposite end of the vehicle and the level
thanrubber which projects beyond the tread of the traction surfegi@iface on which the vehicle stands.

of the tire except that: History: 1981 c. 216; 1993 a. 165.
' . . Cross—reference: See also ss. Trans 305.18, 305.29, and 305.31, Wis. adm. code.
(@) Farm tractors, self-propelled farm implements, imple-

ments of husbandry, animal-drawn vehicles and road maching47.46 Fenders and mudguards. (1) No person shall
may be operated with metal tires or tires having protuberances #gérate a vehicle of the tractor type on a highway unless the driv-
will not injure the highway. ing wheels of such vehicle are protected by suitable fenders.

(b) Tire chains of reasonable proportions may be used on any2) No person shall operate on a highway in intercity move-
vehiclewhen required for safety because of snow, ice or other canent any privately owned motor truck or privately owned semi-
ditions tending to cause a vehicle to skid. trailer drawn by a truck tractor, except those motor trucks and

(c) A pneumatic tire may have embedded in it wire or wirgemitrailers equipped with dump bodies, unless such motor truck
coils for improving traction ofce and snow, but such tire shall bedr semitrailer is equipped with rear fenders or mudguards of such
so constructed that the percentage of wire or wire coils in contgiaterialand so constructed and placed as to restrict to a minimum
with the roadway does not exceed, after the first 1,000 miles of #3e splashing of water, mud or other material which may be
or operation, 5 percent of the total tire area in contact with tHown by the rear wheels. Such rear fenders or mudguards shall
roadway. During the first 1,000 miles of use or operation of afiyeet the following minimum specifications:
such tire the wire or wire coils in contact with the roadway shall (a) The fenders or mudguards shall cover the tire or multiple
not exceed 20 percent of the total tire area in contact with the rotigsthey are protecting starting at the top from a line drawn verti-

unless it is equipped with a retractable crossing gate on the fr

of the bus that, when in use, prevents children from crossin

front of the school bus in such proximity that they are not visib

to the operator of the school bus from the operator’s seat. The #}

retary shall prescribe rules for the specifications, installation, a

operation of crossing gates required under this section.
History: 2001 a. 58.

may operate a school bus that is painted as provided in s. 347§
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cally through the center of the axle and extending rearward and3) No person may, either personally or through an agent,
downward so that the fender or mudguard under any conditiorrefmove, disconnect, tamper with, or otherwise circumvent the
operation or loading of the vehicle has a ground clearance of operation of any airbag, except for the purpose of testing, repair-
more than one third of the horizontal distance from the centerin§, or maintaining an airbag, salvaging an undeployed airbag,

the rearmost axle to the fender or mudguard; disposing of a deployed airbag, or replacing a deployed airbag
(b) The fenders or mudguards shall be at least as wide asW#é a functional airbag. This subsection does not apply to the
tire or multiple tires they are protecting; mstallatlon omse of an on-off switch by any person who is autho-

(c) If the vehicle is so designed and constructed that the rgéﬁed by federal law or regulation to install or use an on-off switch
wheels are covered in the manner specified in pars. (a) and (bjy2N @rbag. _
means of fenders, body construction or other means of enclosurg4) No person may, either personally or through an agent,
then no special mudguards are required. Otherwise, the vehigfall a cover or otherwise conceal or disguise a missing airbag
shall be equipped with special mudguards to the extent neces&érg previously deployed airbag.
to meet the requirements of pars. (a) and (b). History: 2001 a. 28.

Cross-reference: See also ss. Trans 305.22 and 305.53, Wis. adm. code. . .

347.48 Safety b elts and child safety restraint systems.

347.47 Drawbars, trailer hitches and mobile home (1) SAFETY BELTSREQUIRED. (&) No person may buy, sell, lease,
couplings. (1) No person shall operate a vehicle towing ofrade or transfer a motor vehicle other than an aut_qmoblle at retail
drawing another vehicle or vehicles on a highway if the drawb&@m or to Wisconsin residents unless the vehictgjispped with
or other connection between any 2 vehicles exceeds 12 fee$afety belts installed for use as required under 49 CFR 571, and
length. no such vehicle may be operated in this state unless such belts

(2) No person shall operate a motor vehicle drawing a trailégmain installed.
semitrailer, recreational vehicle, or mobile home upon a highway (b) No person may buy, sell, lease, trade or transfer an automo-
unlessthe hitch and coupling attaching the trailer, semitraiéer, bile that is required under 49 CFR 571 to be equipped with safety
reational vehicle, or mobile home to the vehicle by which it Relts from or to a resident of this state unless the front designated
drawn is of such construction as to cause such trailer, semitraig@ating positions of the automobile are equipped with safety belts
recreational vehicle, or mobile home to follow in direct line witinstalled for use as required under 49 CFR 571 and unless each
the propelling vehicle without dangerous side swing or wobblkgar outboard designated seating position of the automobile is
The hitch and coupling, the surface to which they are attached, 8agippedvith a safety belt consisting of a combination of a pelvic
the connections, shall be of sufficient strength to prevent failud upper torso restraint that conforms to standards for a Type 2
underall conditions of operation. The hitch is that part of the cogeatbelt assembly under 49 CFR 571.209, and no automobile may
necting mechanism, including the coupling platform and i€ operated in this state unless such belts remain installed. Noth-
attaching members or weldments, which is attached to the towifg in this section applies to antique reproductions.
vehicle. The coupling is that part of the connecting mechanism,(2) TYPE AND MANNER OF INSTALLING. All such safety belts
including the coupling and its attaching members or weldmentsust be of a type and must be installed in a manner approved by
which is attached to the trailer, recreational vehicle, or mobiliee department. The department shall establish specifications and
home and by which connection is made to the hitch. If a devieguirements for approved types of safety belts and attachments
is used between the trailer proper and the coupling such as a ghkreto. The department will accept, as approved, all seat belt
such device shall also meet the requirements of this section. installations and the belt and anchor meeting the society of auto-

(3) In addition to the hitch and coupling specified in sub. (2Jnotive engineers’ specifications.
every towed vehicle shall be coupled to the towing vehicle by (2m) ReqQuirep use. (a) In this subsection, “properly
means of safety chains, leveling bars or cables. This requiremestrained” means wearing a safety belt approved by the depart-
does not apply to a semitrailer having a connecting device coment under sub. (2) and fastened in a manner prescribed by the
posed of a 5th wheel and kingpin assembly, nor to a pole or pipanufacturer ofhe safety belt which permits the safety belt to act
dolly. The safety chains, leveling bars or cables shall have oalya body restraint.
the necessary slack to permit proper turning and safety chains ofp) |f a motor vehicle is required to be equipped with safety
cables shall be so connected to the towed and towing vehiclgyifs inthis state, no person may operate that motor vehicle unless

prevent the drawbar from dropping to the ground if the hitch @{e person is properly restrained in a safety belt.

couplingdisengages. Two separate lengths of safety chain, Ievel-(c) If a motor vehicle is required to be equipped with safety

ing bars or cable shall be required on all trailers and mobile homes, s state, no person may operate that motor vehicle unless
however, the department may authorize use of such other apiios, assenger who is at least 8 years old and who is seated at a
priate equipment or methods approved by nationally recogni ignated seating position in the front seat required under 49
organizations which recommend safety standards for mo FR571 to have a safety belt installed or at a designated seating

vehicles. . o . . ) position in the seats, other than the front seats, for which a safety
(4) Trailer, semitrailer, recreational vehicle, and mobile homgat js required to be installed is properly restrained.

couplings and the safety chains, leveling bars or cables shall be o d) If a motor vehicle is required to be equipped with safety

such minimum strength, design and type as established by TSR, . .
lished rule of the department, pb'&ts in this state, no person who is at least 8 years old and who is

History: 1971 c. 88; 1977 c. 20 ss. 1654 (7) (e); 1979 c. 34; 2007 o, 11, Scated at a designated seating position in the front seat required
Crossxreference: See also ch. Trans 308 z(in)d(s.) Trans 305.52, Wis. adm. codé.nde_r A4CFR 571 to0 have a safety belt installed or at a des'Qnat_ed
seating position in the seats, other than the front seats, for which

347.475 Airbags, prohibited practices. (1) In this sec- a safety beltis required to be installed may be a passenger in that
tion, “airbag” means an inflatabtestraint system that is designednotor vehicle unless the person is properly restrained.
to be installed and to operate in a motor vehicle to deploy by inflat-(dm) Paragraphs (b), (c) and (d) do not apply to the operation
ing upon an impact of the vehicle with another object. of an authorized emergency vehicle by a law enforcement officer

(2) No person may, either personally or through an agent, séll,other authorized operator under circumstances in which com-
install, reinstall, or distribute any previously deployed airba§liance could endanger the safety of the operator or another.
This subsection does not apply to the sale of a motor vehicle with(dr) Paragraph (b) does not apply to the operator of a vehicle
a previously deployed airbag unless the deployment is concealdtdle on aroute which requires the operator to make more than 10
or disguised. stops per mile involving an exit from the vehicle in the scope of
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his or her employment. Paragraphs (c) and (d) do not apply tmeuding standards under 49 CFR 571.213, for child safety
passenger while on a route which requires the passenger to nak&aint systems.

more than 10 stops per mile involving an exit from the vehicle in (as) A child under the age of 8 years who is being transported
the scope of his or her employment. in a motor vehicle shall be restrained as follows:

(e) The department shall, by rule, exempt from the require- 1. If the child is less than one year old or weighs less than 20
ments under pars. (b) to (d) persons who, because of a physicglinds, the child shall be properly restrained in a rear-facing
medical condition, cannot be properly restrained in a safety beltild safety restraint system, positioned at a designated seating

Cross-reference: See also ch. Trans 315, Wis. adm. code. position in a back passenger seat of the vehicle if the vehicle is

(_f) 1. T_his subsecgion does not e_lpply if the motor vehicle iSe@quipped with a back passenger seat.
taxicab or is not required to be equipped with safety belts under o Subject to subd. 1., if the child is at least one year old and
sub. (1) or 49 CFR 571. _ weighs ateast 20 pounds but is less than 4 years old or weighs less

2. This subsection does not apply to a privately owned motgan 40 pounds, the child shall be properly restrained in a for-
vehicle while being operated by a rural letter carrier for the deliward—facing child safety restraint system, positioned at a desig-
ery of mail or while being operated by a delivery person for thgited seating position inback passenger seat of the vehicle if the
delivery of newspapers or periodicals. vehicle is equipped with a back passenger seat.

3. This subsection does not apply to a motor vehicle while 3. Subject to subds. 1. and 2., if the child is at least 4 years old
being operated by a land surveying crew while conducting a lamgt less than 8 years old, weighs at least 40 pounds but not more
survey along or upon the highway. than 80pounds, and is not more than 57 inches in height, the child

7. This subsection does not apply to a farm truck or dual pghall be properly restrained in a child booster seat.
pose farm truck while being used in conjunction with the planting 4. Subject to subds. 1. to 3., if the child is less than 8 years old,
or harvesting of crops and not being operated upon the highwiéyg child shall be properly restrained in a safety belt approved by

(9) Evidence of compliance or failure to comply with par. (bjhe department under sub. (2).

(c) or (d) is admissible in any civil action for personal injuries or (b) The department may, by rule, exempt from the require-
property damage resulting from the use or operation of a mokaents under pars. (arahd (as) any child who because of a physi-

vehicle. Notwithstanding s. 895.045, with respect to injuries oal or medical condition or body size cannot be placed in a child
damages determined to have been caused by a failure to corspfigty restraint system, child booster seat, or safety belt.

with par.(b), (c) or (d), such a failure shall not reduce the recovery (¢) This subsection does not apply if the motor vehicle is a
for those injuries or damages by more than 15%. This paragrgfbtor bus, school bus, taxicab, moped, motorcycle or is not
ggtei:csmnm affect the determination of causal negligence in #Quired to bequipped with safety belts under sub. (1) or 49 CFR

: 571.

(gm) A law enforcement officer may not take a person into (4) Evidence of compliance or failure to comply with pars.
physical custody solely for a violation of this subsection or sulym)and (as) is admissible in any civil action for personal injuries
(1) or (2) or a local ordinance in conformity with this subsectiogy property damage resulting from the use or operation of a motor
sub. (1) or (2) or rules of the department. vehicle but failure to comply with pars. (am) and (as) does not by

(3m) SAFETY BELT INFORMATION PROGRAM. The department itself constitute negligence.
shalldevelop and administer a public information program to pro-History: 1975 c. 337; 1977 c. 29 s. 1654 (7) (a); 1981 c. 327; 1983 a. 285; 1987

a. 132 ss. 310 6, 11; 1987 a. 399; 1989 a. 22; 1991 a. 26, 39, 198, 269; 1997 a. 190;
mote safety belt awareness and use. 2005 a. 106; 2009 4. 28,
(4) CHILD SAFETY RESTRAINT SYSTEMSREQUIRED; STANDARDS; Cross-reference: See also ch. Trans 310 and s. Trans 305.27, Wis. adm. code.
EXEMPTIONS. (ag) In this subsection: “Seat belt negligence” and “passive negligence” are distinguished. Jury instruc-

L ” . . tions regarding seat belts are recommended. A method for apportioning damages in
1. “Child booster seat” means a child passenger restraint Sy belt negligence cases is adopted. Foley v. City of West Allis, 113 Wis. 2d 475,
tem that meets the applicable federal standards under 49 GBRN.w.2d 824 (1983).

i i i i common law action for contribution may not be brought against a person who
571.213 and is designed to elevate a child from a vehicle seaf o " om) (q). Gaertner v. Holoka, 219 Wis. 2d 436, 580 N.W.2d 271 (1998),

allow the vehicle’s safety belt to be properly positioned over the-2726.

child’s body. A statute requiring the wearing of seat belts in motor vehicles would be constitu-
2. “Designated seating position” has the meaning given in Q@;a" 58 Atty. Gen. 241.
’ 9 gp g9 he seat belt defense — state of the law. Kircher, 53 MLR 172.

CFR571.3. The seat belt defense — the trial lawyer’s view. Bowman, 53 MLR 191.
3. “Properly restrained” means any of the following: Practical defense problems — the expert's view. Huelke, 53 MLR 203.

a. With respect to par. (as) 1. and 2., fastened in a manner prE2® Seatbeltas a cause of injury. Snyder, 53 MLR 211.
scribed by the manufacturer of the child safety restraint syst .
which permits the system to act as a body restraint but does%%i"lgs Protective headgear for use on Type 1 motor-

: : ; o cles. (1) (a) No person who holds an instructional permit
include a system in which the only body restraint is a safety b. :
of the type required under sub. (1). der s. 343.07 (4) or who is under 18 years of age may operate

i __or ride upon a Type 1 motorcycle on any highway unless the per-
b. With respect to par. (as) 3., wearing a safety belt consistiggh is wearing protective headgear of a type which meets the stan-

of a combination lap belt and shoulder harness approved by #ag4s established for motorcycle operation in 49 CFR 571.218
department under sub. (2) and fastened in a manner prescribegiyythe chin strap is properly fastened.

the manufacturer of the safety belt so that the safety belt properly, ;
fits across the child’s lap and the center of the child’s chest iri1rl (am) Noperson may operate a Type 1 motorcycle when carry

: i C o a passenger under 18 years of age unless the passenger is wear-
manner appropriate to the child’s heighgight, and age that per- . % :
mits the safety belt to act as a body restraint. ing protective headgear.

¢. With respect to par. (as) 4., fastened in a manner prescriﬁﬁ b) No person may sell or offéar sale any protective headgear

) ) se by a driver or passenger on a Type 1 motorcycle, not meet-
?s/ ?Eé?j?lnrlgsat‘;gf:ﬁr of the system which permits the system o3t standards established for motorcycle operation in 49 CFR

571.218.

(am) No person may transport a child under the age of 8 in :
motorvehicle unless the child is restrained in compliance with p%i?(hzo)ut(?/\)/egﬁn%e;g/noirﬁé?gl‘lacr)e\fﬁlg em)/cg%r%glcetigg_any highway

(as) in a safety restraint system that is appropriate to the child’'s age . .
and size and that meets the standards established by the depart:: A Protective face shield attached to the headgear.
ment under this paragraph. The department shall, by rule, estab-2. Glasses.
lish standards in compliance with applicable federal standards, 3. Goggles.
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(b) Except for photosensitive corrective glasses prescribedreflective tape that has at least 2 square inches of surface area, on
an ophthalmologist, physician, oculist or optometrist, eye protabe rear so mounted and maintained as to be visible from all dis-
tion worn during hours of darkness may not be tinted or darkenéahcesrom 50 to 500 feet to the rear when directly in front of law-

(c) Notwithstanding par. (a), if the motorcycle is a Type Il upper beams of headlamps on a motor vehicle. A lamp emit-
motorcycle equipped with a windshield or a Type 1 motorcyctifig ared or flashing amber light visible from a distance of 500 feet
equipped with a windshield that rises a minimum of 15 inch& the rear may be used in addition to but not in lieu of the red
above the handlebar, the use of other eye protective devices ig@igctor.
mandatory. (2) No person may operate a bicycle, motor bicycle, or electric

(d) This subsection shall not apply to persons operatingd@rsonal assistive mobility device upon a highway, bicycle lane,
motorcycle in a parade sanctioned by the local municipality. or bicycle way unless it is equipped with a brake in good working

(3) No person may rent, lease or loan a Type 1 motorcydqundltlon, adequate to control the movement of and to stop the
another unless he or she has ascertained that such party haBig)gle, motor bicycle, or electric personal assistive mobility
requiredeye protection and, if the party holds an instructional pefevice whenever necessary.
mit under s. 343.07 (4) or is under 18 years of age, that the party(3) No bicycle, motor bicycle, or electric personal assistive
has the required protective headgear for operating the Typenability device may be equipped with nor may any person riding
motorcycle. upon abicycle, motor bicycle, or electric personal assistive mobil-

(4) Every person in the Type 1 motorcycle rental busine8y device use any siren or compression whistle.
shall have clean, usable protective headgear for rent in suﬁici? istory: 1973 c. 182, 333; 1977 c. 208; 1983 a. 243 s. 39; Stats. 1983 s. 347.489;

. a. 138; 2001 a. 90.
quantity to care for the needs of all customers.

History: 1977 c. 29 s. 1654 (7) (e); 1977 c. 204, 447; 1983 a. 133, 243, 538; 1 . ) )
a. 51'5, 353,_ D e $77.49 Equipment of vehicles transporting flammable

Three-wheeled trucks and automobiles, golf carts, and other special purpdgelids. (1) In this section, “flammable liquid” means any gaso-
vehicles such as street sweepers, industrial fork-lifts, and motorized Wheelbarrm? naphtha, benzine' fuel Oi|, crude Oil, kerosene or other quuid
are not motorcycles, and operators are not subject to this section. 58 Atty. Gen ich has a flashpoint of 8F. or less as determined byaagll'a-

347.486 General requirements. (1) No person may oper- PU€ or equivalent closed-cup test device. _ _
ate a Type 1 motorcycle if the handlegrips of the handlebars risg(2) No person shall transport in or on any motor vehicle, trailer
more than 30 inches above the lowest point of the top of the dioy-semitrailer upon a highway any flammable liquid except by

er's seat when the seat is occupied. tankmounted on or attached to or structurally a part of such motor
(2) No person may operate a Type 1 motorcycle with afehicle, trailer or semitrailer and which is plainly marked to show
improvised, defective or repaired handlebar. that flammable liquids are being transported therein.
(3) No person may operate a motorcycle without a functioning (3) Thissection does not apply to transportation of flammable
muffler. liquids as freight only by the consumer from the place of purchase
History: 1979 c. 163; 1983 a. 243; 1985 a. 65. to the place of consumption if such liquids are transported in
Cross-reference: See also subch. Ill of ch. Trans 305, Wis. adm. code. drums or other containers having a capacity of not more than 100

gallons each and if the total amount of such liquids so transported

347.487 Seating requirements.  Except as provided in s. in any one vehicle or combination of vehicles does not exceed 500
346.595(3m), no more than 2 persons may ride on a Type 1 mOtggllons.

cycle during operation, and then only if the vehicle is equipp
and designed with adequate seats and foot rests or pegs. Foot4gstg; panalties. (1) Any person violating ss. 347.35 to

or pegs shall be mounted in accordance with manufacturer’s sp§§7.49 except s. 347.385 (5), s. 347.413 (1) or s. 347.415 (1m)

ifications. In the absence of manufacturer’s specifications, f and (3) to (5) or s. 347.417 (1) or s. 347.475 or s. 347.48 (2m)
rests or pegs for the passenger shall be located on the same '4) or s. 347.489, may be required to forfeit not less than $10
zontal plane as those of the operator. nor more than $200’_

History: 1983 a. 243; 1985 a. 65. o .
(Im) Any person violating s. 347.385 (5) may be fined not

347.488 Moped equipment. No person may operate amorethan $10,000 or imprisoned for not more than one year in the
moped unless: county jail, or both, for each violation.

(1) The moped complies with all federal emission, equipment (1s) Any person violating s. 347.413 (1) or 347.417 (1) may
and safety standards applicable at the time of manufacture; be fined not less than $150 nor more than $600, or may be impris-

(2) None of the original equipment installed on the moped Wed for not more than 6 mo_nths, or _both for the first offense. For
the manufacturer has been replaced with equipment of lesser ?e?ﬂd or subsequent conviction within 5 years, the person may be
formance characteristics: and ined not less than $300 nor more than $1,000, or imprisoned for

(3) The performance characteristics of the moped have it more than 6 months, or both.
been altered so as to enable it to exceed the maximum desigfilt) In addition to the penalty under sub. (1s), if a person who

speed authorized for a moped under s. 340.01 (29m). is subject to an order under s. 343.301 violates s. 347.413, the
History: 1977 c. 288. court shall extend the order under s. 343.301 (1g) or (2m) for 6
) ) months for each violation.
347.489 Lamps and other equipment on bicycles, (2) Any person violating s. 347.415 (1m), (2), and (3) to (5)

motor bicycles, and electric personal assistive mobility
devices. (1) No person may operate a bicycle, motor bicycl
or electric personal assistive mobility device upon a highw.
sidewalk, bicycle lane, or bicycle way during hours of darkness . .

unless the bicycle, motor bicycle, or electric personal assistive((jzm) (@) Any person tho wolatesl 3 347h'48 _(2|m) (b) or (c)
mobility device is equipped with or, with respect to a bicycle any person 16 years of age or older who violates s. 347.48
motor bicycle, the operator is wearing, a lamp emitting a whitg™) (d) shall be required to forfeit $10.

light visibie from a distance of at least 500 feet to the front of the (b) No forfeiture may be assessed for a violation of s. 347.48
bicycle, motor bicycle, or electric personal assistive mobilittzm) (d) if the violator is less than 16 years of age when feasé
device. A bicycle, motor bicycle, or electric personal assisti@Curs.

mobility device shall also be equipped with a red reflector that has(3) (a) Any person violating s. 347.48 (4) (am) may be
a diameter of at least 2 inches of surface area or, with respeatetuired to forfeit not less than $30 nor more than $75 if the child
an electric personal assistive mobility device, that is a strip isfless than 4 years old.

or 347.475 may be fined not more than $5,000 or imprisoned for
§ot more than one year in the county jail, or both, for each viola-
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(b) No forfeiture may be assessed under par. (a) if all of the f847.48 (4) (am).

lowing apply: (4) Any person violating s. 347.48 (4) (am) may be required

1. The motor vehicle was not equipped with a child safety forfeit not less than $10 nor more than $25 for the first offense
restraint system meeting the requirements under s. 347.48i{4he child is at least 4 years old and less than 8 years old. For a
(am) at the time the uniform traffic citation was issued. 2nd or subsequent conviction within 3 years involving a child who

2. The person provides proof that, within 30 days after the ul§i-at least 4 years old and less than 8 years old, a person may be
form traffic citation was issued, a child safety restraint systeigquired to forfeit not less than $25 nor more than $200.
meeting the requirements under s. 347.48 (4) (am) was purchase(b) Any person violating s. 347.489 may be required to forfeit

or leased and properly installed in the motor vehicle. not more than $20.
P ; ' : istory: 1971 c. 278; 1975 c. 121; 1981 c. 327; 1983 a. 243; 1985 a. 309; 1987
3. The person has not, within the immediately preceding,3'5°%e53 55 1001 & 26 277 2001 8. 25, 2003 & 166. 2005 a 106 163: 2007

years, been issued a uniform traffic citation for a violation of £.97; 2009 a. 28, 100.
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